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Features and Benefits of NetMaster for TCP/IP

Features and Benefits of NetMaster for TCP/IP

This section describes the features of NetMaster for TCP/IP and explains the
associated benefits to you. The features described are:

» Management of TN3270 sessions
= Monitoring and control of FTP connections
» Logging and reporting of TCP/IP activities
=« Monitoring of network events and responses
» Packet tracing for TCP/IP environments
= Monitoring of critical IP resources
— 2216 Router and TN3270 server support
— Cisco channel card TN3270 server support
- Open systems adapters
— Communications storage manager
— Address space
— Enterprise extender
»  Web user interface
» Transaction path analyzer
» Visibility and management of SNMP
» Integrated management of multiple systems
» Real-time performance monitor
» Graphical performance manager
» Performance monitoring

» Command and resource-based security
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Features and Benefits of NetMaster for TCP/IP

Management of TN3270 Sessions

Help desk personnel or operators can monitor and control TN3270 sessions by
using scrollable selection lists or 3270-based graphic displays of connections to
remote hosts.

NetMaster for TCP/IP shows all of the hops that comprise a TN3270 connection.
It uses a familiar set of TCP/IP management functions such as Trace Route, Ping,
and Name Server Lookup, and extends the abilities of the NETSTAT command
set to provide flexible network management capabilities. NetMaster for TCP/IP
permits subsets of NETSTAT-type information such as Telnet connections for a
specific address or subnet. It also provides comprehensive scroll and search
capabilities.

The same general capabilities are available for the Cisco TN3270 server that
resides in the Cisco channel card, for example, the Channel Interface Processor
(CIP). (Some functions, like NETSTAT, are not supported by the TN3270 server.)
In conjunction with NetMaster for SNA, NetMaster for TCP/IP provides a single
interface to seamlessly manage the SNA and TCP/IP components of a TN3270
session.

By providing a single view of the entire TN3270 session (IP and SNA) that can be
easily manipulated, problem resolution time is greatly reduced. This increases
service availability, and provides assurance of service levels. The learning curve
and training requirements of operation and helpdesk personnel are reduced.

Monitoring and Control of FTP Connections

NetMaster for TCP/IP provides monitoring capabilities for FTP connections to
detect possible problems and take corrective action as a response. Corrective
action can involve sending notifications, problem tickets, and messages, or
executing a procedure to attempt to correct the problem. The product also
provides scrollable selection lists and graphic displays of FTP connections. An
operator can monitor the transfers, diagnose problems, locate the problem, and
take corrective measures to resolve the problems. FTP client and server activity
is also logged. Activity reports can be run against the logged information for
better management of OS/390- or z/0OS-based FTP transfers such as determining
the largest FTP transfer during each eight-hour shift.

Performance is improved because a potential problem can be identified before
users are affected. Operators also have a tool that allows them to monitor FTP

transfers that could cause network degradation. Problem resolution is quicker
because operators and helpdesk personnel have a single integrated view of the
FTP transfers. Network reliability and response time increase as a result.
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Features and Benefits of NetMaster for TCP/IP

Logging and Reporting of TCP/IP Activities

NetMaster for TCP/IP logs all significant activities or events. This audit trail is
easy to read and understand, and can be used for historical reporting purposes.
NetMaster for TCP/IP records all pertinent information such as the starting and
stopping of Telnet connections and FTP activity. In addition, operator
commands issued, the output of those commands, and the output of executed
Obeyfile are recorded. Standard reports showing TN3270 and FTP activity are
provided, and sites can modify these reports or create their own from a comma-
delimited file that is generated by NetMaster for TCP/IP.

This increases the diagnostic capabilities of operators and help desk personnel
while greatly decreasing problem resolution time. In addition, it provides
management with a concise and easy-to-understand audit trail of system activity
that can be used in future network planning.

Monitoring of Network Events and Responses

NetMaster for TCP/IP provides the ability to detect significant network events,
take an action, and display an alert that shows the event. This facility can check
interfaces, poll devices for availability, check for listener availability, detect
problems indicated by SNMP traps, detect low-level TCP/IP problems through
ICMP messages, and trap system console messages indicating TCP/IP problems.

The event detection and alert monitoring facility increases network availability,
reduces problems that need manual intervention (with the chance of human
error). The facility reduces the need for additional help-desk or second-level
support staff to resolve problems that are now detected early, and can be
resolved before they cause other, perhaps more severe, problems.

Packet Tracing for TCP/IP Environments

A packet trace formatter is provided to allow full-screen views of TCP/IP
packets collected by the CTRACE facility. Individual packets in a trace are
displayed as an entry in the trace list. When selected, a formatted view of the
packet is displayed depending on the type of packet (for example, TCP, UDP, or
ICMP).

The packet trace facility saves time and increases productivity of operations
personnel. It reduces the learning curve for helpdesk staff and reduces problem
resolution time.
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Features and Benefits of NetMaster for TCP/IP

Monitoring of Critical IP Resources

The IP Node Monitor

NetMaster for TCP/IP provides visibility of critical IP nodes and resources.

The IP node monitor gives visibility to critical IP nodes such as routers. It detects
when routers are not available, and can send notification, cut a problem ticket,
execute a procedure, and send e-mail. Status information is maintained and the
router can be queried for IP address, first hop, routing protocol, and packet size.
NetMaster for TCP/IP maintains and displays hourly and daily statistics on IP
path response times. For Cisco routers, additional information is provided such
as CPU utilization and reliability statistics.

The IP Resource Monitor

The IP resource monitor gives visibility to the following types of critical IP
resources:

= |IP stacks

= Channel cards

= OSA devices

» Enterprise Extender resources

= 2216 Routers

« CSM

» Address spaces

The IP resource monitor monitors the performance of these resources and
provides you with commands to manage them. These commands vary,

depending on the type of resource. For example, you can browse and change the
profile datasets of an IBM stack or the parameter datasets of a TCPaccess stack.

Network reliability and application availability is increased because potential
resource problems that might affect users and applications can be detected
earlier. Problem resolution time is decreased because technical staff has visibility
of mission-critical resources and detailed information about the availability and
performance in the network.
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Web User Interface
NetMaster for TCP/IP provides a web browser interface to access the following
functions:
» Diagnostics
= Monitoring
» Performance
= History
»  Utilities
A standard user ID and password are used to access this web interface. The
supported browsers are:

= Netscape Navigator (Version 4.07 or later, up to but not including
Version 6.0)

» Netscape Communicator (Version 4.5 or later, up to but not including
Version 6.0)

= Microsoft Internet Explorer (Version 4.01 SP 1 with JVM upgrade (5.00.3158)
and Swing 1.02, or later)

The web interface can be viewed from Microsoft Windows 95, 98, and NT.

Your systems administrator can tell you the URL to use to access the web
interface.

The NetMaster for TCP/IP web interface is completely OS/390 hosted. The
NetMaster for TCP/IP web server runs within the NetMaster for TCP/IP address
space and requires no third-party components.

Problem resolution time is decreased and ease of use increased. Help desk users
who are not comfortable accessing mainframe products can diagnose problems
with their standard web browser.

Every page of the web interface has context-sensitive online help.
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Diagnostics
The following functions are provided on the web interface:
» IP node diagnostics
= SNA node diagnostics
» Listing Telnet connections
» Listing IP connections
» Telnet connection diagnostics
= IP connection diagnostics
»  0S/390 IP stack diagnostics, including IBM TCP/IP and TCPaccess
diagnostics
» Cisco channel card diagnostics
»  Open Systems Adapter (OSA) diagnostics
» Enterprise Extender diagnostics
= LPD (printer) diagnostics
» Packet trace diagnostics
Monitoring

The following functions are provided:
= Alert monitoring

= IP node monitoring
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Performance
The performance function is provided for the following resources:
» [P nodes
=« Telnet workload
« FTP workload
»  Connection workload
»  0OS/390 IP stacks - interface, Communications Storage Manager (CSM), and
address space
= Cisco channel cards
» Open Systems Adapter (OSA) cards
» Enterprise Extender
History
The View alert history function is provided.
Utilities

The following functions are provided:
= Runacommand

» View activity log

» Display region information

» Product support

» Change your password

» Logoff
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Transaction Path Analyzer

NetMaster for TCP/IP provides two types of Transaction Path Analyzer to allow
the real-time analysis of sessions and help you locate the source of a performance
or response time problem.

Slow response time for real-time applications such as the TN3270, or poor
throughput on FTP, are instances where an operator may be asked to intervene.

The two types of Transaction Path Analyzer (TPA) are:
« Telnet TPA
»  Generic TPA

The initial benefit is decreased problem resolution time. Once the problem is
resolved, additional benefits include increased network and application
availability.

Response Time Diagnostics

The Telnet TPA provides response time information for diagnosing user-
identified response time problems. The Transaction Path Analyzer is available
from the Telnet connection list for displaying detailed network path analysis.
This facility shows information about the network elements that are supporting
the user’s application access, including application, IP, and SNA information.
Response time information is provided to find the point in the network path that
is causing the problem, and to zoom in on the area and resolve the problem.

Throughput Diagnostics

The generic TPA monitors all non-TN3270 connections in kilobytes per second
on the connection. This TPA automatically discovers the route to the node and
identifies any outstanding alerts on routers in the path. FTP and logging
information is provided. For example, for a completed FTP, TPA provides
detailed information about user ID, IP address, byte count, and duration.

2216 Router and TN3270 Server Support

NetMaster for TCP/IP provides monitoring and control of 2216 routers and
TN3270 servers. This is done by checking key device performance and utilization
by interrogating the device or its available MIB variables. This facility provides
performance, utilization, and session connection reports.
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Cisco Channel Card and TN3270 Server Support

NetMaster for TCP/IP provides monitoring and control of Cisco channel cards
such as the CIP, including connection visibility of Telnet connections with ability
to select on the basis of IP address, LU name, and application name. Correlation
of SNA and TCP/IP data for connections is also provided. A proprietary logging
interface from the TN3270 server is used to locate information about TN3270
server status, and to optionally create alerts in the Alert Monitor.

Problem resolution time decreases as users have information in one place. Also,
there are fewer training requirements because there is one standard interface for
resolving problems.

Cisco Channel Card Monitor

The IP resource monitor provides proactive notification of potential problems
with the CIP or CPA devices, plus the ability to track the history of usage to
allow capacity planning. The feature allows the monitoring of important health
indicators including:

» CPU, memory, and DMA utilization
= Transfer rates on CLAW links
= Error rates on channel interfaces

= TN3270 server users, free LU counts, and PU states

Alerts can be created when user-specified thresholds are exceeded.

TN3270 Server Support

The centralized management for multiple channel cards and TN3270 servers
allows centralized monitoring of the status, configuration, and statistics related
to multiple TN3270 servers. Automatic VTAM configuration diagnosis is
provided so that problems can be detected and corrected. Equivalent
functionality for IP connections is provided for the Cisco TN3270 server on the
CIP card.
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Visibility and Management of SNMP

In addition to monitoring the status of critical routers, any MIB-Il compliant
device can be queried, and the information returned from the device is
interpreted and displayed for a help desk level user. Without this display, the
user would have to understand cryptic codes and hex formats. Device
information like maintenance levels and interfaces can be checked.

For more detailed MIB-II information, you can see formatted displays on various
groups and subgroups within the model such as System, Interfaces, SNMP and
ICMP groups, IP, UDP, and TCP subgroups. This is available for the more
experienced SNMP user.

Basic usage provides the user the ability to access information and understand it
without significant training efforts. For the more experienced SNMP user, the
information is formatted so problem resolution time is quicker.

Integrated Management of Multiple Systems

A single logon and single screen interface provide information for managed
0S/390- and z/0S-based TCP/IP regions. Additionally, NetMaster for TCP/IP
allows the user to establish one or more control points over multiple OS/390-
and z/0S-based TCP/IP stacks that span a single or multiple systems—for
example, issuing a command to view TN3270 activity across multiple systems.
This includes a mixture of both IBM TCP/IP and TCPaccess.

Centralized management for multiple Cisco channel cards and TN3270 servers is
also available, providing centralized monitoring of multiple channel cards, and a
centralized view of status, configuration, and statistics related to multiple
TN3270 servers. In addition, a consolidated view of TN3270 sessions can be
viewed for multiple channel cards and multiple OS/390-based TCP/IP stacks.
Logs from other systems can be viewed from a central location from a
consolidated domain panel. The log includes information from the Cisco TN3270
server, if it is being used.

Centralized management and control saves time. Consolidation of data across
multiple systems is very important to ensure effective management of large sites.
Without NetMaster for TCP/IP, operators have to log on to individual local and
remote systems to determine the problem and issue the appropriate command.

Real-time Performance Monitor

The Real-time Performance Monitor accumulates performance data to show real-
time and recent information of network utilization and performance from a 3270
interface. This helps in network usage review and network performance problem
determination.
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Detailed statistics, daily and hourly, are maintained on IP path response times. In
addition, information from the IP node monitor provides the ability to poll and
report on a range of device attributes such as:

= Router CPU time

= Router memory usage

» Interface data and error rates

» Cisco TN3270 server users and free LU counts

= Most SNMP variables

These reports include recent performance history from the IP Node Monitor,
using an attribute like router CPU time. For example:

» Detailed display of the last 10 samples—can show a gradual increase in CPU
time, indicating a potential problem

» Summary display of the last 24-hour period—can show peak usage for
specific routers that could be balanced more efficiently

Various styles of graphs are presented, depending on the value being sampled:
= A gauge value, such as percentage CPU utilization for a router

= Avrate value which represents change in a counter, for example, errors per
hour

= Non-numeric values such as status values

By identifying potential device problems that could be affecting the use or
attempted use of OS/390- and z/0OS-based applications, the Real-time
Performance Monitor has the benefit of increasing network and application
reliability.

Performance Monitoring

You can enable proactive network performance monitoring through rules-based
auditing and alerting of network metrics. Metrics such as IP response time and
network volumes are compared against predefined utilization thresholds to
generate alerts and invoke automated actions.

This feature can tie performance information directly to an alerting and
automation facility in the one product by using one user interface on one
platform.

Proactive notification of performance-related network events increases network
reliability and availability.
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Performance Data

A database repository stores both solicited and unsolicited performance data.
This database allows historical reporting, network trend analysis, and capacity
planning. The historical performance data is also available in a comma-delimited
file or Comma Separated Values (CSV) file format to allow ODBC compliant
gueries and reporting.

By providing performance information, this option allows users to determine:

» Key application or device response time both in real time and historically

= TCP/IP network usage trends, application network usage, and response time
» TCP/IP stack usage and performance both in real time and historically

= Network device performance such as real-time and historical Cisco router

and channel card performance

Real-time and near real-time performance information is delivered on the
standard 3270 interface.

By identifying problems over time, and trends in network and application
utilization, this option provides the benefits of increased network and
application reliability and reduced time in real-time problem diagnosis.

Command and Resource-based Security

Four sample security levels are provided:
» Help desk (SRMSXMON)

« Network operator (SRMSXNOP)

»  Operator (SRMSXOPR)

» Administrator (SRMSXADM)

For further information about the functions available to each level, see the NPF
control tables (SRMSXnnn).

Resource checking is provided to restrict functions to particular IP address
ranges—although all IP addresses are visible, the actions that can be applied are
restricted.
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Open Systems Adapters (OSA)

The IBM S/390 Open Systems Adapter (OSA) is a hardware device that
combines the functions of a communications controller and a channel, for
connecting an OS/390 or z/0OS system to a network. The following tools provide
visibility of OSA:

= OSA utilization

»  OSA performance
» Device list for OSA
»  OSA configuration

Communications Storage Manager (CSM)

Address Space

The CSM manages 10 buffer pools on the 0OS/390 Communications Server. The
monitoring of CSM buffer utilization enables you to determine the possible
causes of unacceptably high CPU resource use.

The monitoring of CPU utilization enables you to determine the possible causes
of unacceptably high CPU resource use.

Enterprise Extender

The Enterprise Extender feature of OS/390 and z/OS provides high performance
SNA access over an IP network. Network administrators can monitor the
following areas of Enterprise Extender communications to determine if these
services are available:

» The host and the lines associated with the XCA major node
= SNA sessions
« UDP ports

» Traffic through Enterprise Extender ports and availability of SNA lines to
satisfy new connection requests
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TCP/IP Stack Support

NetMaster for TCP/IP requires one of the following TCP/IP environments:
» IBM’s eNetwork Communications Server for OS/390 V2R5 or later

» IBM’s SecureWay Communications Server for OS/390 V2R8 or later

« IBM’sz/0S

» TCPaccess 5.2 or later

» Cisco’s 10S for S/390 Release 1.0 or later

NetMaster for TCP/IP can run in conjunction with IBM’s TME 10 NetView for
0S/390 or NetMaster for SNA for comprehensive network management.

Network Scenarios and NetMaster for TCP/IP Features

If you are interested in specific network scenarios and the corresponding features
of NetMaster for TCP/IP to use in those scenarios, the following table serves as a

guide.

In This Network Scenario... Use These Features...

I am unable to detect and resolve TCP/IP Alert Monitor

problems prior to their impacting network

functions. IP Node Monitor
IP Resource Monitor
Automated TCP/IP proactive monitoring, event
detection, and reaction to alerts
Real-time Performance Manager

I want to reduce the cost of traditional system Web browser interface

programming staff performing first-level technical

support diagnostics on IBM TCP/IP problems. Integrated multiple system management

TCP/IP activity log
SNA to IP correlation

Real-time Performance Manager
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I have disparate and cumbersome tools to IP connection management
diagnose and resolve OS/390-based IP problems.
Server-specific tracing
TCP/IP activity log
Socket programming interface
Transaction Path Analyzer
0S/390-based Telnet connection to remote hosts
Web browser interface

IP printer interface

Packet trace and formatted trace displays

I lack visibility to the SNMP network from the SNMP management and visibility
enterprise server.

SNIMP trap generation

Cisco Channel Card Monitor

IP printer interface

I am unable to measure IP network usage and IP Node Monitor
performance from the enterprise server.
IP Resource Monitor

Real-time Performance Manager

I lack visibility of mainframe TCP/IP stack session ~ SNMP trap generation
information on distributed SNMP managers such
as HP OpenView Cisco Channel Card Monitor
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Accessing and Leaving the NetMaster for TCP/IP Region

You might have access to one or more regions. This depends on whether your
organization has set up a single system or a multisystem environment.

To access the region, you must log on to it. The logon procedure is the same
whether you are logging on in a single system or a multisystem environment.
Before you can log on to a region, you need a user ID and password. Ensure that
your system administrator has defined your user ID to the region and has
allocated the relevant level of authority.

Logging On

Log on to a region as follows:
1. Enter LOGON APPLID(ach-name), using the ACB name of the region.

2. Enter your user ID and password on the displayed logon panel. Here is an
example of the primary menu that is displayed.

PROD Unicenter NetMaster : Primary Menu —-—-———————————- NETOO1
Select Option ===>
M - Monitors Userid USERO1
H - Historical Data LU USERF058
D - IP Network Diagnosis Time 11.16.55
U - User Services FRI 17-AUG-2001
0 - Operator Console Services OPSYS 0S390
A - Administration and Definition Window 1
SP - SNA Performance (Appl ID NETSPY)
X - Terminate Window/Exit

If Region Initialization Is Still in Progress

If the Initialization in Progress panel is displayed on your screen instead of the
primary menu, the initialization of the region is still in progress. Press F3 (Exit)
to exit to the primary menu.

The Unicenter NetMaster Network Management for TCP/IP Implementation Guide
describes the initialization process.

If the System Image s Still Being Loaded

If the local system image is still being loaded, the primary menu contains the LS
option. You can select this option to monitor the loading process. You can also
perform functions that do not depend on an active local image.

The Unicenter NetMaster Network Management for TCP/IP Administrator Guide
describes system images.
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Logging Off

To log out of the region, enter =X at the ===> prompt. This ends your current
session.

If you are at the primary menu, enter X at the ===> prompt to end your current
session.

Note: You can have two sessions for each logon to a region. If you have two
sessions, repeat the procedure to end the remaining session to log off from the
region.

See the section “Working in Two Windows” for details of how to use the two
session windows.

Changing Your Password

Your password for logging on to a region is verified by the User Access
Maintenance Subsystem (UAMS).

The subsystem lets you change your password, or prompts you to change your
password when it has expired after a period of time. You can change your
password at any time after you log on to a region. The change becomes effective
the next time you log on to the region.

Note: Your installation might have linked UAMS with an external security
system, such as the Resource Access Control Facility (RACF). If this is the case,
your system administrator will tell you of any special considerations that apply
when changing your password.

In a multisystem environment, the administrator might have set up the
environment for the synchronization of UAMS user definitions and passwords.
Changed passwords are then synchronized across connected regions.
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Change your password to the region as follows:

1. Enter /CHGPWD at a ===> prompt to access the panel that enables you to
change your password. The User Password Change panel is displayed.

USERO1--—————————————— UAMS : User Password Maintenance -------—--—-——- Page 1 of 2
Command ===> Function=Request
User ID ..o iaaaa USERO1

New Password ...................

User Name .. ... coocoicaaaa s JANE GREEN
User Location ... ... ... ...... Sydney
Telephone Number ............... 1234 5678
Time Zone Name ................ +

Note: You can press F12 (Cancel) to cancel the operation at any time before
Step 3.

2. Type your current password in the Current Password field, and your new
password in the New Password field. These fields do not display the
entered information.

You are prompted to retype your new password for confirmation.
3. Press F3 (File) to file the changed password.

If an error message is displayed indicating that an entered password is
incorrect, repeat from Step 2.

If UAMS synchronization is enabled, a Linked Regions UAMS Update
Report panel is displayed when you save your changed password. The
panel reports the success or failure of the password change in the connected
regions.

If synchronization fails, ask the administrator to reset your password when
the problem is corrected.
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Authority Levels
If you have access to NetMaster for TCP/IP you have monitoring authority.
Additional authority is required to:
» Execute an obeyfile
» Use packet tracing
» Start and stop devices
» Drop connections
» Add and update SNMP manager records
» Change the value of MIB-II objects
If you attempt to issue an unauthorized command, an error message is

displayed, telling you that you are not authorized to perform that function. See
the NetMaster for TCP/IP Administrator Guide for details on setting up security.

Accessing Functions
You access functions in the region through the user interface menus by doing
one of the following:
= Selecting an option from each menu that leads to the function
» Specifying the shortcut to go to the function directly
» Specifying the path to go to the function directly

Selecting an Option

You select an option by entering the option code at the ===> prompt. For
example, entering A at the ===> prompt on the primary menu takes you to the
Administration primary menu.
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Selecting a Function Directly—Using Shortcuts

You can jump to the panel of a function directly by using shortcuts. You can
specify the shortcut at a ===> prompt in one of the following ways:

» Specify /shortcut-name to retain the current panel on return.
»  Specify =/shortcut-name to close the current panel and return to the primary

menu on exit.

Each entry on a menu may be followed optionally by a shortcut, displayed in
turquoise. If you do not remember a shortcut, enter / or =/ to list the shortcuts
and then select one.

Accessing a Function by Using /shortcut-name

Important! If your current panel does automatic updates and you no longer need this
information, use =/shortcut-name rather than a nested shortcut. This saves storage and
resources because the region does not need to maintain a display that you no longer need.

To select the function you want, enter its corresponding shortcut, preceded by
the slash (/) character, at a ===> prompt.

For example, to access the Resource Administration menu, enter /RADMIN at
the ===> prompt on your current panel. When you have finished with the menu,
press F3 to redisplay your previous panel.

When you access a function by using its shortcut, your current panel is retained.
When you press F3 to exit out of the function, this panel, with any updates, is
restored. By using shortcuts, panels can be nested to a maximum of 64 levels.

Accessing a Function by Using =/shortcut-name

Whenever you have finished with your current panel, you can access the next
function by prefixing the shortcut call with the equals (=) sign. This goes directly
to the function without retaining the current panel and closes all other nested
panels in this window.

For example, to access the Resource Administration menu without retaining the
current panel, enter =/RADMIN at the ===> prompt on your current panel.
When you have finished with the menu, press F3 to display the primary menu.
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Selecting a Function Directly—Skipping Panels

You can jump to the panel of a function directly by specifying the exact path to
that panel. Construct the path by linking the options you need with periods.
Depending on which panel you start from, you specify the panel path in one of
the ways described in the following sections.

Accessing a Panel That Is Lower in the Panel Hierarchy

If you start from a menu and want to access a panel lower in the panel hierarchy,
specify the path as it is. For example, if you are at the primary menu and want to
change your password, type U.P at the ===> prompt and press ENTER.

Accessing a Panel That Is Higher in the Panel Hierarchy

If you want to access a panel that requires you to pass through a panel higher up
in the panel hierarchy, you must precede the path specification with the equals
sign (=). The = character brings you back to the primary menu and then to the
required panel. You can specify such a path at any ===> (or =>) prompt. For
example, if you are at Resource Definition panel and want to change your
password, enter =U.P at the ===> prompt and press ENTER.

To return to the primary menu, enter ==,

Accessing a Panel That Requires Input Data

If you want to access a panel that requires you to enter data, you can enter the
data by separating them from the path by a semicolon (;). For example, if you are
at the primary menu and want to access the IP resource monitor for the linked
region PROD?2, type M.I;PROD?2 at the ===> prompt and press ENTER.
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Using Lists

Scrolling

Lists comprise a series of items from which you can make a selection, or against
which you can perform actions. The fourth line on a panel describes the actions
that can be performed on the listed items.

Here is an example of a list.

PROD: TCP/IP : Telnet Connection List ———————————- Link: PRODO2
Command ===> Scroll ===> PAGE
Line 1 of 9 Refresh Every ... Seconds

P=Ping T=TraceRoute D=VTAM Display SL=Session List NL=Lookup S=View Z=Drop
I=Information TPA=Transaction Path Analyzer L=Log ?=Actions

Bytes Bytes
Foreign Host LU Name Applname Status Out In
123.0.12.30 SDTCPO06 TEST1 Establsh 115565 20514
123.0.11.23 SDTCPOO2 TEST1 Establsh 36128 252
123.123.123.85 SDTCPOO1 TEST4 Establsh 998114 106077
123.0.123.33 SDTCPOO7 TEST1 Establsh 60757 9786
123.0.11.22 SDTCPO04 TEST1 Establsh 49806 11874
123.0.123.53 SDTCPO03 TEST1 Establsh 651908 45035
123.0.12.34 SDTCPOO5 TEST1 Establsh 76398 1030
123.123.123.86 SDTCPO08 TEST4 Establsh 9892 277
123.123.2.34 SDTCPO09 TEST1 Establsh 15456 500

FFEND**

There are four different types of list:

= Action lists—allow you to apply actions to one or more listed items. Enter
the required action code beside the appropriate records.

» Single select lists—allow you to select one item from a list (for example, the
list of valid values for a data entry field) by:

- Entering the S (Select) action code beside the item

- Moving the cursor to a position anywhere in the line containing the item
you want to select and pressing ENTER

»  Multiple select lists—allow you to select one or more items in a list (for
example, the list of panels that you use to customize your user profile).

» Numbered lists—allow you to select a single item from the list by entering
the appropriate number at the ===> prompt (for example, the list of valid
values for a data entry field).

If a list is longer or wider than one panel, you can scroll vertically or
horizontally, as appropriate.

When the listed information cannot fit onto the screen, use scrolling to access the
off-screen information. You can scroll vertically and horizontally.
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Scrolling Vertically

Scrolling Horizontally

Use the F8 (Forward) or F7 (Backward) function key to scroll the displayed
information forward or backward by the amount displayed at the Scroll ===>
prompt. The following table shows the valid scroll amounts.

Scroll Amount Action

C (or CSR) If scrolling forward, the line on which the cursor is
currently positioned is moved to the top of the screen.

If scrolling backward, the line on which the cursor is
currently positioned is moved to the bottom of the
screen.

D (or DATA) The display is scrolled one full page, less one row, in
the specified direction.

If scrolling forward, the last line of the current page is
displayed as the first line on the next page.

If scrolling backward, the first line on the current page
is displayed as the last line on the next page.

H (or HALF) The display is moved half a page in the specified
direction.
M (or MAX) The display is moved to the beginning or the end of the

displayed information, depending on the function key
(Forward or Backward) used.

P (or PAGE) The display is moved one full page in the specified
direction.
n The display is moved n lines in the specified direction.

You can also enter a temporary scroll amount at the Command ===> prompt (for
example, Command ===>5). When you press the F7 (Backward) or F8
(Forward) function key, the displayed information is scrolled by the specified
value once only.

Use the F11 (Right) or F10 (Left) function key to scroll the displayed information
to the right or to the left.
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Searching for an Item in Retrieved Information
You can search for specific items in the retrieved information by using the F5
(Find) function key or the LOCATE command.

Using the F5 (Find) Function Key
The F5 (Find) function key enables you to find a particular occurrence of text in
the retrieved information. Enter the text you want to find, and press F5. If the
text contains more than one word, enclose the text in quotation marks.

You can press F5 again to find the next instance of the text.

You can enhance the Find function in the following ways:

» Expand the search beyond the columns currently displayed by using the
FMODE command

» Change the number of records searched between prompts by using the
FPROMPT command

For information about the FMODE and FPROMPT commands, see Help.

Using the LOCATE Command
The LOCATE command enables you to locate a particular record in a list. Enter

LOCATE or L followed by a text string mask. The command locates the first
record name that matches the mask.

Using Data Entry Panels

Each record in the knowledge base is displayed and maintained through a
sequence of panels on which you enter the data for that record.

Switching to UPDATE Mode

Many definition panels enable authorized users to switch from the BROWSE
mode to the UPDATE mode by pressing F4 (Edit). You can then edit the
displayed information.
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Entering Data

On a color screen, mandatory fields that you must complete are colored white.
Optional fields, which you can complete as and when required, are colored
turquoise. Both types of fields can be prompted fields that provide you with a
list of valid values, from which you can choose one.

Prompted Fields with a List of Valid Values

Many fields on the data entry panels are linked to lists containing the values that
you can choose for the field. These fields are called prompted fields. Most, but
not all, prompted fields are identified by a plus sign (+).

Enter ? in a prompted field to display the value list, which could be either a
numbered list or a single select list.

You can prefix the question mark (?) with one or more characters. The displayed
list is then restricted to values that start with those characters. For example,
enter S? to display a list of values that start with S.

Validating and Filing Data

During data entry, you can press ENTER to validate your data. Validation also
occurs when you try to:

= Access another panel (for example, when you press F8 (Forward) to access
the next panel)

» Save your entered data (for example, when you press F3 (File) to save a
definition)

When you have finished entering data, you can do one of following:

» Press F3 (File) to save the data and exit the panel.

» Press F4 (Save) to save the data and remain on the panel. When adding
definitions, this enables you to quickly create other similar definitions,
minimizing the typing required.

« If you do not want to save the data, press F12 (Cancel) to exit the panel.

Moving Between Panels

Some functions lead to a series of data entry panels (for example, when you
update a resource definition).

You can use one of the following methods to move through these panels,
depending on what you need to do.
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Selecting All Panels

You might want to access every panel. All the panels are listed on a Panel
Display List panel (for example, the panel that lists the resource definition
panels). Enter S beside the name of the panel you want to access first, or enter
the number that identifies that panel in the panel sequence at the Command
===> prompt (for example, 1 for the first panel). The selected panel is displayed.

Press F8 (Forward) to scroll forward to the next panel; press F7 (Backward) to
scroll backward to the previous panel.

When you finish entering the data, press F3 (File) to save the data. Press F12
(Cancel) if you decide not to save the data.

Selecting Specific Panels from the Panel Display List

You might want to access certain panels only (for example, when you want to
update only certain parts of a resource definition). All the panels required for a
definition are listed on a Panel Display List. Type S beside the names of the
panels you want to access. Once you have made all your selections, press
ENTER to display the first panel you selected. Then press F8 (Forward) to scroll
forward through the panels you selected. Press F7 (Backward) to scroll
backward through the panels you selected.

When you finish entering the data, press F3 (File) to save the data. Press F12
(Cancel) if you decide not to save the data.

Selecting a Panel from Another Panel

If you want to skip to a panel that is not next in the sequence, and you know the
sequence number of the panel you want, enter that number at the Command
===> prompt. The required panel is displayed.

Selecting a Panel from the Index Menu

From some data entry panels, you can press F11 (Panels) to display the Index
Menu panel. This menu lists all the panels available for that function. Use the
Index Menu if you want to jump to a panel but do not know its place in the panel
sequence.

Note: If you have selected two or more panels previously, pressing F11 (Panels)
displays a list of the selected panels only. You can press F6 (AllPanel or
SelPanel) to switch between the full list and the partial list.
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Saving a Sequence of Definition Panels for Repeated Access

Getting Help

On a definition list panel, you can select more than one definition. You can then
work on the selected definitions in sequence. Each definition can contain a
number of definition panels. Normally, the list of panels is displayed on your
screen for you to select each time you access a new definition. However, if you
want to browse or update the same panels for each selected definition, you can
save the list of panels you want, as shown in the following procedure.

As you move through the sequence of selected definitions, the panels appear on
your screen according to the saved list. You do not have to select the panels
again when you move on to the next definition.

The following procedure uses the resource definition panels as examples:

1. Enter the /RADMIN.R.ASMON path to access the list of address space
definitions. The Address Space Monitor List panel is displayed.

2. Type B (Browse) or U (Update) next to the definitions you want to access.
You can use the F7 (Backward) or F8 (Forward) function keys to scroll
through the list.

3. Press ENTER to select the definitions. The Panel Display List window is
displayed, listing the resource definition panels.

4. Type S next to the panels you want, and press F4 (SaveSeq) to save the list of
selected panels.

5. Press ENTER to bring up the first selected panel.

When you finish with one group definition, the panels for the next definition are
displayed in the same sequence.

Online help is provided for panels and messages.

Online help is context-sensitive and available at different levels. When you are
viewing a help panel, pressing F1 (Help) takes you to the next level of help
available. Pressing F3 (Exit) takes you back to the previous level of help, or exits
from help and returns you to the application. Pressing F4 (Return) exits help and
returns you to the application immediately.

Using the Tip of the Day

The region displays a tip about using the product at the bottom of the primary
menu. To display the detailed tip, place the cursor on the tip and press F1 (Help).
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Getting Help About a Panel

Panel-based online help includes information about what each panel is used for,
how to complete the fields, the actions you can perform, and the use of available
function keys. Use this online help to supplement the information in this guide
while you are working in the region.

Press F1 (Help) to retrieve the online help for a given panel. When you are
viewing a help panel, you can press F6 (HelpHelp) to find out how to use the
help facility.

If the block of help text you require splits across two panels, use the arrow keys
to move the cursor to the top or the bottom of the block and press F8 (Forward)
or F7 (Backward) to bring the block into view.

Getting Help About a Message

While you are working in the region, you receive messages that advise you of
various events. These messages might be providing information only (for
example, informing you that an update has been successful). They might also
alert you to errors (for example, if you try to enter an action that is not valid for a
resource).

Each message has detailed online help text associated with it. Access the help
text for a particular message in one of the following ways:
» If you are viewing a transient log, enter H beside the message.

» Ifyou are at a panel and a message is displayed in red on the third line of
that panel, move the cursor to that line and press F1 (Help).

» If you receive a message referring you to the activity log for more detail,
enter /LOG at the ===> prompt to display the activity log. For details about
the activity log, see the Management Services User’s Guide.

» If you are using the activity log, a Command Entry panel, or OCS, you can
do one of the following:

- Move the cursor to the line displaying the message, and press F1 (Help).
- Type the message ID at the => prompt, and press F1 (Help).

= You can also enter /CODES to display the Messages and Codes Menu panel
that enables you to obtain help on messages and on miscellaneous error
codes.
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Working in Two Windows

You can divide your physical screen into two logical windows. Each window
operates independently of the other, enabling you to perform multiple functions
concurrently. For example, you can access the IP resource monitor in one, and
an OCS window in the other.

You can open a second window anywhere in the NetMaster for TCP/IP region
by using the F2 (Split) or F9 (Swap) function keys. When one window takes up
the entire screen, the other window is termed closed.

Splitting Screens

Using the SPLIT command, you can:

Swapping Screens

Split your screen horizontally and have one window above the other—move
the cursor to a row where you want to split screens, and press F2 (Split).

Split your screen vertically and have two windows side by side—move the
cursor to any column on the bottom row, and press F2 (Split).

Using the SWAP command, you can:

Reverse the dimensions of the active window, if you have two windows
open and both are visible on the screen, and toggle between them

Open a second full-screen window, if you are currently operating with a
single window open, and then toggle between them

To toggle between two full-screen windows:

1.

Decide which two panels you want to toggle between and display one of
them.

Press F9 (Swap) to display the primary menu.

Proceed to the second panel you require and press F9 (Swap). The first of
your swap-panels is redisplayed.

Press F9 (Swap) to toggle between the two swap-panels.
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About Connection Lists

From a connection list you can diagnose performance or connectivity related
problems. For example, if an FTP file transfer is taking an unusually long time or
is stalling, you may want to view the connection information to see if there are
any data transfer problems. You could then apply the TPA (Transaction Path
Analysis) action or TraceRoute action, using the time taken for responses, to see
where along the route the data transfer problems are occurring.

You can produce a list of connections to the IBM TCP/IP (or TCPaccess) host or
Cisco channel card to match a set of criteria. For example, you can produce a list
specifically for all Telnet connections or, more generally, for all connections with
a particular task name. You can also produce a list of all connections with a
particular local port number.

For more information about testing connectivity with the Ping action or using the
TraceRoute action, see Testing Connectivity and Tracing a TCP/IP Route in the
chapter “Diagnosing Connection Problems”.

Types of Connection Lists

To see the types of connections that you can list, enter /IPCON at a ===>
prompt. The TCP/IP : Connections menu is displayed.

TCP/IP : Connections Menu

PROD TCP/IP : Connections /1PCON

Select Option ===>
T - List Telnet Connections CONNTEL
TRS - List Telnet Connections - with Response Times CONNTRS
TRT - List Telnet Connections - with Round Trip Times CONNTRT
CS - List CICS Socket Connections CONNCS
CSH - List CICS Socket Connections - with History CONNCSH
C - List Connections CONNT
CF - List Connections - Fast CONNTF
CH - List Connections - with History CONNTH
X - Exit

The three basic types of connection that you can list are:
= Telnet connections

= CICS socket connections

= General connections

Within these basic types, you can choose different options from the menu to view
various levels of detail.
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Availability of Connection Lists

Option TRS is available only if the NetSpy Agent is currently active in your
region.

Options CS and CSH are available only if your region is configured with the
NetMaster Socket Management for CICS product.

Connection List Criteria

Specifying Criteria

For each of the three basic types of connection, there is a Connection List Criteria
panel. This is displayed when you select an option and it allows you to specify
criteria to filter the connections to be displayed. You can also store your
specified criteria so that you can recall them at any time instead of having to
enter them again.

TCP/IP : Telnet Connection List Criteria

PROD-——-—————————— TCP/IP : Telnet Connection List Criteria
Command ===> Function=Search

Connection List Criteria
Remote Host ..........
Telnet LU Name .......
Telnet Application ...
Link/Channel Card ...+

Store and Recall Criteria
Criteria Name ....... +

Fl=Help F2=Split F3=Exit F5=Recall F6=Action
F9=Swap F11=Store

To list connections by one or more criteria:

1. Enter values in the relevant Connection List Criteria fields.

2. Press F6 (Action). A connection list is displayed, satisfying the criteria that
you specified.

Note: The last criteria that you used for a given type (Telnet, CICS, general) are
stored in your profile record and are automatically displayed when you access a
connection list criteria panel.
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Storing Criteria

To define and store criteria for future use:

1. Enter values in one or more of the Connection List Criteria fields.

2. Enter a value in the Criteria Name field to identify this set of criteria.

3. Press F11 (Store). The TCP/IP : Save Connection List Search Criteria panel is
displayed.

TCP/IP : Save Connection List Search Criteria

PROD--——————————- TCP/IP : Save Connection List Search Criteria
Command ===> Function=Add
Criteria Type ....+ List Connections
Criteria Name ....+
Description .......
Replace? .......... NO_  (Yes/No)
Fl=Help F2=Split F3=File F4=Save
F9=Swap F12=Cancel

4. Enter values in the input fields.

5. Press F4 (Save) to store the specified criteria in the Virtual File Services (VFS)
dataset.

Recalling Criteria

To list connections satisfying a stored set of criteria:
1. Enter a value in the Criteria Name field.

Note: To display a selection list of stored criteria names, enter ? in the
Criteria Name field. When you select an entry from the list, NetMaster for
TCP/IP uses the stored criteria definition to complete the Connection List
Criteria fields.

2. Press F6 (Action). A connection list is displayed, satisfying the stored criteria
that you specified.
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Listing Connections for Multiple Systems

The connection lists display information about the current state of active
connections to multiple host systems. Connection lists for multiple systems are
available for the following types of systems:

Multiple IBM TCP/IP hosts
Multiple TCPaccess hosts
Multiple channel cards or 2216 routers

Mixed hosts including IBM TCP/IP hosts, TCPaccess hosts, and Cisco
channel cards.

Note: Channel cards and 2216 routers are available for selection from the Telnet
connection list only.

Multiple-system connection lists can be particularly useful if you are migrating
users from one type of access to another.

To display a list of connections for multiple systems, do this on the appropriate
Connection List Criteria panel:

1.

Enter ? in the Link/Channel Card field or the TCP/IP Stack field to display a
selection list of link names or stacks.

Select the host systems whose connections you want to list and press ENTER.

The Connection List Criteria panel is displayed with *MULTIPLE* in the
Link/Channel Card field or the TCP/IP Stack field.

Press F6 (Action).

The connection list is displayed with the words LINK: *MULTIPLE* at the
top right corner of the panel. The link for each connection is shown in the
Link Name column.
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Sorting Connection Lists
The SORT command allows you to display connections in a specific order.

The only operand is the column heading of the column you wish to sort by. For
example, enter SORT Status to sort the list by Status. The minimum number of
characters needed to uniquely specify the column is sufficient. For example,
SORT F is equivalent to SORT Foreign Host.

To sort by other than the set default value, do this:

1. Atthe ===> prompt, enter SORT ?. The Sort Values List is displayed,
allowing you to select any of the listed values.

2. Select the sort value that you want, and press ENTER. The appropriate
connection list is displayed, sorted in the specified order.

Note: For Telnet connection lists, a system-wide default sort order can be set, by
using the TELNETLISTS parameter group in ICS. For more information, see the
Unicenter NetMaster Network Management for TCP/IP Administrator Guide.

Locating Information on Connection Lists

You can use the LOCATE command to position a connection list to a particular
row on the list.

This command is available only on sorted connection lists. For information about
sorting the list by using the SORT command or (for Telnet connection lists only)
by setting a system-wide default, see the section “Sorting Connection Lists”.

The value you specify after the LOCATE command applies to the sort value that

applies to the list. It does not necessarily apply to the first column of the list
unless you have sorted by the first column.

Examples

If you have sorted by foreign host and you issue the LOCATE 200 command, the
cursor is positioned at the line before the first IP address that starts with 200.

If you have sorted by status and you issue the LOCATE Listen command, the
cursor is positioned at the line before the first status that starts with Listen.
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Listing Telnet Connections

The Telnet Connection List displays information about the current state of active
Telnet connections to this IBM TCP/IP host (or TCPaccess host) or Cisco channel
card or 2216 router.

Telnet Connection List Criteria

To display the Telnet Connection List Criteria panel:

1. Enter /IPCON at a ===> prompt. The TCP/IP : Connections menu is
displayed.

2. Enter one of the three Telnet options (T, TRS, or TRT) at the ===> prompt.
The TCP/IP : Telnet Connection List Criteria panel is displayed.

TCP/IP : Telnet Connection List Criteria

PROD-——-—————————- TCP/IP : Telnet Connection List Criteria
Command ===> Function=Search

Connection List Criteria
Remote Host ..........
Telnet LU Name .......
Telnet Application ...
Link/Channel Card ...+

Store and Recall Criteria
Criteria Name ....... +

Fl=Help F2=Split F3=Exit F5=Recall F6=Action
FO=Swap F11=Store

3. To list Telnet connections by one or more criteria, complete the relevant
Connection List Criteria fields or the Criteria Name field and press F6
(Action).
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Telnet Connection List

To display the Telnet Connection List, press F6 (Action) from the Telnet
Connection List Criteria panel.

TCP/IP : Telnet Connections (with Round Trip Times)

PROD: TCP/IP : Telnet Connections
Command ===> Scroll ===> CSR

Line 1 of 9 Refresh Every ... Seconds
SL=Session List D=VTAM Display P=Ping T=TraceRoute NL=Lookup S=View Z=Drop
I=Information TPA=Transaction Path Analyzer L=Log ?=Actions

Appl Total RTT ReXmit
Foreign Host LU Name Name Status Bytes RTT Var  Count
155.35.212.138 SSTCPOO1 STNM1 Establsh 711018 284 18 11
141.202.145.93 SSTCP019 STNv4 Establsh 26174 114 94 0
155.35.122.113 SSTCPOO3 STNM1 Establsh 444623 345 25 31
155.35.122.140 SSTCP034 STNM1 Establsh 200409 400 80 28
155.35.122.140 SSTCPO35 STNM1 Establsh 134713 401 59 23
155.35.122.140 SSTCPO37 STNM1 Establsh 68479 407 77 23
155.35.122.168 SSTCPO39 STNM1 Establsh 403839 341 24 10
155.35.122.138 SSTCP0O47 STNM1 Establsh 1849923 350 10 44
155.35.212.138 SSTCPO02 STNM1 Establsh 335290 282 12 1

SREND**

The Telnet Connection List can provide the following types of information:

» Mapping of IP addresses to LU names and application names

= Combined information from more than one of these sources—IBM TCP/IP,
TCPaccess, or the channel card

To investigate problems occurring on any of the listed connections, use the
actions shown on the TCP/IP : Telnet Connection List panel (for example,
P=Ping or T=TraceRoute).

Columns on the Telnet Connection List
For information about the information displayed on the Telnet Connection List,
press F1 (Help).

Actions and Commands on the Telnet Connection List

For information about the actions and commands available on the Telnet
Connection List, press F1 (Help).

Note: Some actions are available for particular connections only. For example,
the Mini Trace action is available from a Telnet connection list for a channel card
only.
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Listing All Actions on the Telnet Connection List

To display a selection list of all the actions you can apply on the Telnet
Connection List, enter ? next to the connection to which you want to apply an
action. The following panel shows a selection list of actions on the Telnet
Connection List.

PROD--———————————— TCP/IP : Telnet Connection List Actions
Command ===> Scroll ===> CSR

Use “S” to select the required Connection List action
Action Description Restrictions
BT Buffer Trace
BTC Buffer Trace Clear

D VTAM Display

1 Information

L Display Activity Log

MT Mini Trace Channel Card only
NL Name Lookup

P Ping

PT Packet Trace

PTC Packet Trace Clear

S View Connections Display

SL Session List

ST SNA Trace
STC SNA Trace Clear
T

TraceRoute
TPA Transaction Path Analyzer
Y View Connections Display
z Drop Connection
FFEND**

Listing CICS Socket Connections

The CICS Socket Connection List displays information about the current state of
any active CICS socket connections.

CICS Socket Connection List Criteria
To display the CICS Socket Connection List Criteria panel:

1. Enter /IPCON at a ===> prompt. The TCP/IP : Connections menu is
displayed.

2. Enter one of the two CICS Socket Connections options (CS or CSH) at the
===> prompt. The TCP/IP : CICS Socket Connection List Criteria panel is
displayed.
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TCP/IP : CICS Socket Connection List Criteria

PROD--————————- TCP/IP : CICS Socket Connection List Criteria
Command ===> Function=Search

Connection List Criteria
Remote Host ........
Remote Port ........
Local Port .........

CICS Tran ID ....... BBAL
CICS Terminal ......
Task Name ..........
User ID ............
TCP/IP Stack ...... +

Store and Recall Criteria
Criteria Name ..... +

3. To list connections by one or more criteria, complete the relevant Connection
List Criteria fields or the Criteria Name field and press F6 (Action).

For example, to list connections by CICS region, complete the Task Name
field. To list connections by CICS transaction 1D, complete the CICS Tran ID
field.

CICS Socket Connection List

To display the CICS Socket Connection List, press F6 (Action) from the CICS
Socket Connection List Criteria panel.

TCP/IP : CICS Socket Connections (with History)

PROD--———————————— TCP/IP : CICS Socket Connections (hist)
Command ===> Scroll ===> CSR

Line 1 of 22 Refresh Every ... Seconds
DC=Display CICS P=Ping T=TraceRoute NL=Lookup S=View Z=Drop
ZC=Drop CICS I=Information TPA=Transaction Path Analyzer L=Log ?=Actions

Remote Local CICS Transaction CICS
Foreign Host Port Port User ID TaskName ID Task Number Terminal
123.200.110.136 2605 2657 - PROD4 BBAL 00260080 LTO1
123.200.109.49 2711 2650 - PROD6 BBAL 00260080 LTO1
123.200.109.49 20049 2706 - PROD6 BBAL 00260080 LTO1
123.35.122.67 2636 2643 - PROD4 BBAL 00260080 LTO1
123.35.222.14 1586 23 - TCPIP3 BBAL 00260080 LTO1
123.200.110.194 65535 2566 - PROD6 BBAL 00260080 LTO1
123.35.122.163 2460 23 - TCPIP3 BBAL 00260080 LTO1
123.35.106.93 1116 23 - TCPIP3 BBAL 00260080 LTO1
123.35.122.136 1309 23 - TCPIP3 BBAL 00260080 LTO1

Columns and Actions on the CICS Socket Connection List

To view all of the information on this panel, press F11 to scroll right. For details
of the information displayed, press F1 (Help).
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Listing All Actions on the CICS Socket Connection List

To display a selection list of all the actions you can apply on the CICS Socket

Connection List, enter ? next to the connection you want to apply an action to.

The selection list is displayed.

Action Description

| Information

L Display Activity Log
NL Name Lookup

P Ping

PT Packet Trace

PTC Packet Trace Clear

S View Connections Display
T TraceRoute

TPA Transaction Path Analyzer
\Y View Connections Display

z Drop Connection
ZC Drop CICS Socket Connection
**END**

PROD-—--—————- TCP/IP : CICS Socket Connection List Actions

DC Display CICS Socket Information

Scroll ===> CSR

Use “S” to select the required Connection List action

Restrictions

For information about the actions and commands available on the CICS Socket

Connection List, press F1 (Help).

Listing General Connections

The Connection List displays information about the current state of any active
connections to the selected stack. You can investigate problems occurring on any
of the listed connections by using the actions shown on the Connection List
panel. This is particularly useful if you are investigating problems in FTP

connections.
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Connection List Criteria

To display the Connection List Criteria panel:

1. Enter /IPCON at a ===> prompt. The TCP/IP : Connections menu is
displayed.

2. Enter one of the three Connections options (C, CF, or CH) at the ===>
prompt. The TCP/IP : Connection List Criteria panel is displayed.

TCP/IP : Connection List Criteria

PROD: TCP/IP : Connection List Criteria
Command ===> Function=Search

Connection List Criteria
Remote Host ........
Remote Port ..........
Local Port ..........
Application Name ....
Task Name ........... INT*

User ID .. ...........

Store and Recall Criteria
Criteria Name ....... +

3. To list connections by one or more criteria, complete the relevant Connection
List Criteria fields or the Criteria Name field and press F6 (Action).

For example, to list connections by task, complete the Task Name field—it
should contain an appropriate full task name (for example, INTCLIEN) or a
task name mask (for example, FTP*) for the task or tasks on your system. To
list connections by user ID, complete the User ID field.

Connection List

To display the Connection List, press F6 (Action) from the Connection List
Criteria panel.

TCP/IP : Connections (with History)

PROD: TCP/IP : Connections (hist) —-——-———————- Stack: IBMTCPIP
Command ===> Scroll ===> PAGE
Line 1 of 28 Refresh Every ... Seconds

P=Ping T=TraceRoute NL=Lookup S=View Z=Drop
I=Information TPA=Transaction Path Analyzer L=Log ?=Actions

Foreign Host Port Local Host LPort LU Name User ID TaskName
10.0.123.41 1460 10.123.4.31 23 INTCLIEN
10.0.123.36 1088 10.123.4.31 23 INTCLIEN
10.123.1.126 1033 10.123.4.31 23 INTCLIEN
10.123.4.31 1032 10.123.4.31 23 INTCLIEN
10.123.4.31 1033 10.123.4.31 23 INTCLIEN
10.123.4.31 1034 10.123.4.31 23 INTCLIEN
10.123.4.51 1049 10.123.4.31 23 INTCLIEN
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Columns and Actions on the Connection List

To view all of the information concerning connections on this panel, press F11 to
scroll right. For details of the information displayed, press F1 (Help).

Listing All Actions on the Connection List

To display a selection list of all the actions you can apply on the Connection List
for a task, enter ? next to the connection you want to apply an action to. The
selection list is displayed.

PROD TCP/IP : Connection List Actions
Command ===> Scroll ===> CSR
Use “S” to select the required Connection List action
Action Description Restrictions
Information
L Display Activity Log
NL Name Lookup
P Ping
PT Packet Trace
PTC Packet Trace Clear
S View Connections Display
T TraceRoute
TPA Transaction Path Analyzer
\Y View Connections Display
z Drop Connection
FHEND**

For information about the actions and commands available on the Connection
List, press F1 (Help).
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Displaying Connection Information

To display the Connection Information panel, enter | next to a connection on a
connection list. The Connection Information panel is displayed.

PROD TCP/IP : Connection Information
Command ===>
Remote IP Address .... 123.123.12.234

Port Number ... 1030
Via Router ........... 123.123.12.21
Connection State ..... Connected

ID ........ 207

Idle Time ............ 00:00:03
Connection Duration .. 01:04:11
ACB Name ............. ACCVLTO3
Application Name ..... TEST1
Statistics Sent Received
Segments ... iiiiiiaaaaa 304 283
Bytes ... 147216 918
Retransmissions ..........cccoao.. 17728 0
TCP Window Size .....oceooeooaaa.. 8538 0
Leftmost Sequence Number ......... 527388 122219177
Average Round Trip Time (RTT) .... .75 N/A
Deviation Round Trip Time (DEV) .. .20 N/A

The Connection Information panel displays details of the selected connection.
For details of the information displayed, press F1 (Help).

Displaying Connections Graphically

The connections from a particular remote host can be graphically displayed from
a connection list.

As for a connection list, you can diagnose performance- or connectivity-related
problems from a graphical display.

If there are no active connections of the requested type between TCP/IP and the
remote host, only the remote IP host and TCP/IP host boxes are shown on the
graphical display. NetMaster for TCP/IP automatically pings the remote host to
determine whether or not a path exists. If the ping fails, the line connecting the
boxes flashes red.
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Displaying Telnet Connections

To present the Telnet Connections display for a specific Telnet host, enter S next
to an entry on the Telnet Connection List. The Telnet Connections panel is
displayed.

Telnet Connections Display

PROD TCP/IP: Telnet Connections
Command ===> Scroll ===> PAGE

S/=Show Information ?=Actions

| IP Addr..... 123.123.2.66 |
| Host Name... mercury
|
- + -
_ | Server IP Addr... 123.133.1.87 |

Host Name... TESTMVS1 |
| MVS TCP/IP CS V2R8 |

- + . . + -
N [ VS, TSTCPOO3 | N I VP TSTCPOO3 |
| Status... Establshd | | Status... Establshd |
| Bytes Out 6070 | | Bytes Out 17375 |
| In 376 | | In 197 |
| |
_______ F e —— — [

] APPL... TEST4 | | APPL... TEST1 |

BOTTOM OF DATA

The Telnet connections display has four layers: the TCP/IP host, the Telnet
server, the connection(s), and the SNA application(s).

Once the display splits out at the third layer to show connections, you cannot
rejoin it at the application level, even if the same application is being used. This
enables the different application sessions to be distinguished.

Fields and Actions on the Telnet Connections Display

For information about the display fields, press F1 (Help).

To display the actions that are applicable to each of the layers, enter a question
mark (?) beside the relevant box on the Telnet Connections Display panel.

For information about the actions available on the Telnet Connections Display
panel, press F1 (Help).
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Displaying CICS Socket Connections
To present the CICS Socket Connections display for a specific host, enter S next
to an entry on the CICS Socket Connection List. The Connections panel is

displayed.

CICS Socket Connections Display

PROD TCP/IP: Connections
Command ===> Scroll ===> PAGE

S/=Show Information ?=Actions

| IP Addr..... 123.123.9.57 |
| Host Name... pluto |
- +

|
] WS IP Addr-. . ... 123.133.1.87 |
Host Name... TESTMVS1 |
| WS TCP/IP CS V2R8 I

. +

! _ _ : _

Conn Id 1080 | ] Conn Id 1263 |
L-Port... FTP-D I | L-Port... FTP-C I
R-Port... 2039 I | R-Port... 2075 I
Status. .. Established] | Status... Established |
CICS TID. .BBAL | | CICS TID. TRNF |
| | |

| | I

| | |

| | |

CICS Tho. .0000260080 CICS TID. 0003434040
Idle..... 0:00:00 Idle..... 0:03:27
Bytes Out 1857121 Bytes Out 1477

In 1 In 131

BOTTOM OF DATA

Fields and Actions on the CICS Socket Connections Display
For details of the information displayed, press F1 (Help).

To display the actions that are applicable to each of the layers, enter a question
mark (?) beside the relevant box on the Connections display panel.

For information about the actions available on the Connections Display panel,
press F1 (Help).

3-16 NetMaster for TCP/IP User Guide



Displaying Connections Graphically

Displaying General Connections

To present the Connections display for a specific host, enter S next to an entry on
the Connection List. The Connections panel is displayed.

Connections Display

PROD: TCP/IP: Connections
Command ===> Scroll ===> PAGE

S/=Show Information ?=Actions

| 1P Addr..... 123.123.9.57 |
| Host Name... pluto |

.
|
] WS IP Addr-. . ... 123.133.1.87 |

Host Name... TESTMVS1 |
| MVS TCP/IP CS V2R8 |

+
I
I
|

+

Conn Id 1263
L-Port... FTP-D L-Port... FTP-C
R-Port... 2039 R-Port... 2075

Conn Id 1080 T | I
L I
Status. .. Established] | Status... Established |
| | |
| | |
| | |

Idle..... 0:00:00 Idle..... 0:03:27
Bytes Out 1857121 Bytes Out 1477
In 1 In 131

BOTTOM OF DATA

Fields and Actions on the Connections Display
For details of the information displayed, press F1 (Help).

To display the actions that are applicable to each of the layers, enter a question
mark (?) beside the relevant box on the Connections display panel.

For information about the actions available on the Connections Display panel,
press F1 (Help).
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Displaying Status of TCP/IP Resources

Displaying Status of TCP/IP Resources

You can use the NETSTAT command from the OCS panel to display the current
status of IBM TCP/IP or TCPaccess resources.

For details about the NETSTAT (IBM) command, type NETSTAT on the OCS
panel and press F1 (Help).

For details about the NETSTAT (TCPaccess) command, see the TCPaccess
Planning and Operations Guide.

Listing Specific Connections

You can find a user’s connection by entering the user’s Telnet LU name or IP
address in the Remote Host field on a connection list criteria panel. By specifying
either an LU name or IP address, you can restrict a connection list to one
particular host.

You can also limit the list by specifying an IP address mask (for example,
172.16.122.%), a Telnet LU name, or an application name mask.

Note: You can specify the mask of an address or name by using the asterisk (*)
and question mark (?) wildcards (* matches 0 or more characters, and ? matches
exactly one character). For example:

A mask of 172.16.122.* matches 172.16.122.1 and 172.16.122.56.

A mask of 172.16.12?.* matches 172.16.122.1, 172.16.122.56, and 172.16.123.1 but
does not match 172.16.12.1 because the ? matches exactly one character.

Finding an LU Name

You can help users find their LU name by asking them to display the primary
menu. The user’s LU name is displayed at the right side of the screen.

Some other SNA applications also display the connected LU name on a screen
within the application. A user can check any individual SNA application to find
the LU name.

You can ask users to use the appropriate command for their application to
display the LU name for the LU they are using. For example, for a NetMaster
application, the SHOW USERS command displays LU names beside user IDs.

3-18 NetMaster for TCP/IP User Guide



Listing Specific Connections

Finding an IP Address

Using Windows 95 or
98

Using Windows NT or
2000

Using PC Application
Help

Many users call their help desk with a TCP/IP problem and do not know their IP
address, particularly if they have implemented the Dynamic Host Configuration
Protocol (DHCP) that can cause IP addresses to change from day to day.

You can ask users to find their IP address (for their help desk to specify in the
Remote Host field on the TCP/IP : Connections menu) in the following ways:

If you are using Windows 95 or 98 on your PC, you can find your IP address by
doing this:

1. From Windows 95 or 98, click Start on the taskbar, and then choose Run.

2. Inthe Run window, type WINIPCFG and click OK.

The IP configuration window is displayed, showing the current IP address
and other information such as adapter address, subnet mask, and the
default gateway in use.

If you are using Windows NT or 2000 on your PC, you can find your IP address
by doing this:

1. From Windows NT, click Start on the taskbar, and then choose Run.

2. Inthe Run window, type CMD and click OK. A command prompt window
is displayed.

3. Inthe command prompt window, enter the command IPCONFIG. The
TCP/IP Configuration is displayed, showing the current IP address and
other information such as subnet mask and default gateway.

Some PC applications provide an IP address in the Help menu. If you are using
a PC application, find your IP address by selecting Help - About on your
application menu. The displayed window may provide the IP address of your
computer.
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Testing Connectivity

Testing Connectivity
During problem diagnosis, you can use the PING command to do any of the
following:
» Test whether a host is reachable through the network
= Determine the host name or IP address of a device
» Determine the network transit time for packets of varying sizes

» Determine whether all packets sent reached their destination

You can use a ping action in several ways:

» Directly check the above information from the TCP/IP : Network Diagnosis
Functions menu

» Use the ping action against a host on a list or display

= Issue the PING command from the command line.

Performing a Ping

Performing a ping sends an echo request that tests whether the remote host is
reachable through the network and how long a return trip takes.
To test connectivity by sending a ping to a remote host, do the following:

1. Enter /IPDIAG at the ===> prompt. The TCP/IP : Network Diagnosis
Functions menu is displayed.

2. Type P at the ===> prompt on the TCP/IP : Network Diagnosis Functions
menu.

3. Type either the name of the remote host or its IP address in the Host
Name/Addr field.

4. Press ENTER. The TCP/IP : Ping Result List panel is displayed.
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Testing Connectivity

Interpreting Responses to a Ping

The response to a ping is displayed on the TCP/IP : Ping Result List (this is a
scrollable list). The following shows an example of the response to a successful

ping.
PROD! TCP/IP : Ping Result list
Command ===> Scroll ===> PAGE
Target Host Name .... mercury.dept.company.com
IP Address ... 123.123.2.66
Count ... .. ....... 3
Timeout (seconds) ... 5
Packet Size ......... 256
Result ... .. ........ Successful
Min/Average/Max Time 10/12/14
Packets sent ........ 3
received .... 3
% lost ...... 0
Seq No. Trip Time (ms)
1 18
2 14
3 *
FFEND**

A ping is an end-to-end transmission between your system and a nominated
remote host. When a ping is issued it returns one of the following results:

= Successful

» Packets Lost

= No Response

To determine where on the network, problems such as packet loss, slow response

times, or breaks in communication are occurring, you can perform a traceroute.
See the section “Tracing a TCP/IP Route” for more information.

If, for example, you are investigating poor end-user response times, packet loss
or high trip times might indicate that:
» Anunexpected route to the host is being used

= There is congestion on a link or router along the route to the destination host
(for example, caused by an unusually large file transfer which might indicate
that the particular link or router has insufficient capacity)

Fields on the Ping Result List

For details of the information displayed, press F1 (Help).
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Tracing a TCP/IP Route

Using the PING Line Command

An alternative to using the ping action is to issue the PING line command from
either an OCS window or from the Command Entry panel. To obtain the kinds
of results returned by the ping action, use the following command form:

PING ip_address | host_name VERBOSE=YES

See the Management Services Command Reference or online help for the syntax of
the PING command and a description of each of its operands.

Tracing a TCP/IP Route

It is possible to obtain a hop-by-hop record of the route taken by a packet through
a network, starting from the source host and finishing at the destination host.

A traceroute can be performed directly from the TCP/IP : Network Diagnosis
Functions menu, or it can be done by using the traceroute action against a host
on a list or display.

Performing a Traceroute

A traceroute attempts to trace the route from the issuing point through all hosts
and routers to the destination host. Otherwise it traces the route to the point at
which a break in communication has occurred.

To trace a route to a remote host, do the following:

1. Enter /IPDIAG at the ===> prompt. The TCP/IP : Network Diagnosis
Functions menu is displayed.

2. Select the TR - Trace Route option on the TCP/IP : Network Diagnosis
Functions menu.

3. Type either the name of the remote host or its IP address into the Host
Name/Addr field and press ENTER. The TCP/IP : Trace Route Result List
panel is displayed.
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Tracing a TCP/IP Route

Interpreting Responses to a Traceroute

The Trace Route Result List panel displays the results of the traceroute action
(this is a scrollable list). This display is progressively updated as information

arrives
PROD! TCP/IP : Trace Route Result List
Command ===> Scroll ===> CSR
Target Host Name .... mercury.dept.company.com
IP Address ... 123.123.2.66
Result ... .. ........ Unreachable Host
Hop Limit __.._..._..... 10
Timeout (seconds) ... 3

P=Ping TN=Telnet S=System Information I=Interfaces R=Routing Table M=Mib-11
H=History N=IP Node Monitor

Hop IP Address Host Name Trip Time (ms) Notes
1 123.0.80-26 12 17 15
2 123.0.80.5 50 21 15
3 123.0.95.4 station4.place.company 19 21 19
4 123.0.82.1 19 19 19
5 123.123.121.145 sl-gw2-dc-2-7-tl._sprintlink.n 37 24 26
FFEND**

The most likely reason for performing a traceroute action is that a ping is either
unable to reach a remote host or it is indicating slow response times in the
TCP/IP network. See the section “Interpreting Responses to a Ping” for more
information.

If the ping reported that the host is unreachable, you can do one of the following:
» Perform a traceroute to find out where the failure is occurring

»  Check the Routing Table

If the host is unreachable, the traceroute might return a result such as Hop Count
Exceeded, Network Unreachable, or Host Unreachable.

If the hop count was exceeded and the IP address column on the last entry or
entries is an *, the indication is that a device is not responding (possibly the
destination host). If this is the case, or if the result indicated that either the
network or host was unreachable, you might want to examine the Routing Table
or Interfaces for the last listed hop. You can do this by applying the I (Interfaces)
or R (Routing Table) action against the host or router recorded as the last hop on
the list.

When using the Routing Table action, NetMaster for TCP/IP uses masking to
ensure that the presented Routing Table contains only those addresses that are
relevant to the path you are tracing. This is a network address mask based on
the class of address being traced. For example, if you are tracing a route to the
foreign host 123.168.2.66, NetMaster for TCP/IP inserts the mask 123.168.2.*.
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Tracing a TCP/IP Route

If the hop count is exceeded and the same number of hops is shown as was set in
the Hop Limit field, change the hop limit to a larger number and reissue the
traceroute by pressing F6 (Action).

If the ping indicates a slow response, you can check for the following in your
traceroute results:

»  Check the Notes column to see if there are any outstanding alerts for the
node. If the IP Node Monitor is monitoring the node, you can see if any alerts
are outstanding.

»  Check the trip times—these should increase at a steady rate the further along
the route the packets are sent. If there is a sudden and marked increase in
the trip time for a particular hop along the route, it might indicate that this is
where the problem is occurring. To further investigate:

- Apply the I (Interfaces) action to the host or router at the hop where the
problem is occurring and check the Interfaces for clues to the
performance degradation

- Apply the TN (Telnet) action to start a Telnet connection to the host or
router where the problem is occurring and investigate the configuration
or other possible causes

»  Check the hop list—if there is no evidence of slow trip times, look at the hop
list to check whether an unexpected route is being used.

Note: To analyze response time problems, use the Transaction Path Analyzer
facility. See the section “Viewing End-to-end Response Times” for information
about this facility.

If the traceroute does not return any abnormal results, use the NetMaster for
TCP/IP reporting facility to check for large file transfers.

Fields and Actions on the Trace Route Result List

For details of the information displayed and actions available on the Trace Route
Result List, press F1 (Help).
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Checking for SNA Related Problems on Telnet Connections

Initiating a Traceroute by Using the TRACEROUTE Line Command

An alternative to using the traceroute action is to issue the TRACEROUTE line
command from either an OCS window or from the Command Entry panel. To
emulate the kinds of results returned by the traceroute action, use the following
command form:

TRACEROUTE ip_address

See the Management Services Command Reference or online help for the syntax of
the TRACEROUTE command and a description of each of its operands.

Checking for SNA Related Problems on Telnet Connections

Problems such as a lost connection or slow response times could be occurring in
the SNA rather than the TCP/IP environment. To diagnose SNA problems, you
can obtain SNA information about Telnet connections by using Network Control
Services (NCS), a facility of NetMaster for SNA that provides full screen displays
and navigation of the SNA network.

Note: For IBM TCP/IP stacks, you can also check all Telnet LUs, by applying the
CL action to an IBM STACK resource on the IP resource monitor.
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Checking for SNA Related Problems on Telnet Connections

Checking the VTAM Status of an LU

Using NCS, you can access detailed status information, configuration, and active
session data. To use NCS, do this:

1. Enter /LISTTEL at the ===> prompt. The TCP/IP : Telnet Connection List is
displayed.

2. To apply the VTAM Display action on the TCP/IP : Telnet Connection List,
type D beside the appropriate connection on the list and press ENTER.
Either the NCS : Resource Display (see the following example) is displayed
or a basic VTAM display panel for the selected connection is presented by
using an appropriate VTAM display command issued in the Command
Entry facility. For information about using NCS, see the Unicenter NetMaster
Network Management for SNA User’s Guide.

PROD NCS : Resource Display
Command ==> Scroll ==> CSR
Information for FT1.SSTCP040 Node Type DYNAMIC APPL
Status ... .......... ACT/S Desired ... ... ... ..... ACTIV
Major Node ........... SS1APTC1 TYPE e APPL
Registration Type .... CDSERVR
Logon Mode Table ..... ISTINCLM
Default LOGMODE ...... NSX32702
Session Limit ........ 00000001
Job Name ............. TCPIP38 Step Name .. ... ....... TCPIP38
Remote IP Address .... 123.35.122.113
Sessions (1)
S/=Select Q=Status DS=Display Session D=VTAM Display ?=More Actions
Name Status SID Send Recv VR TP ALS
FT1.STNM1 ACTIV-P CD2F3C002E17170A OOAF OODF
FHEND**

Analyzing SNA Sessions

You can use the SL (Session List) action to present the NTS : Session List panel.
This panel displays a list of SNA sessions for the LU associated with the selected
Telnet connection. You can view a session summary, which includes the
following information:

= Activation parameters

= Virtual route status

» Trace and configuration data

=  SOLVE:Access MAI session visibility

Because the SNA session list includes historical information, it is possible to view
session start and end times, as well as error data.
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Looking Up a Device Name

Note: If your site is not configured with NetMaster for SNA, an appropriate
error message is returned when you try to use the Session List action. If your site
is configured with NetMaster for SNA but you do not have the display shown in
the previous figure, see the Unicenter NetMaster Network Management for SNA
Implementation and Administration Guide for information on how to set up the
Network Tracking System (NTS) of NetMaster for SNA.

To apply the Session List action on the TCP/IP : Telnet Connection List, type SL
to the left of the appropriate connection on the list and press ENTER. The NTS :
Session List for the selected connection is displayed. For information about using
NTS, see the Unicenter NetMaster Network Management for SNA User’s Guide.

PROD: NTS : Session List NETOO1

COMMAND ===> SCROLL ===> PAGE
Sec-Name Pri-Ntwk Pri-Name Sess-Type Session-Start Session-End Data
TSTCPOO7 NETO01  TEST1 SDOM LU-LU 27/03 08:57:40 27/03 08:57:51 E
TSTCPOO7 NETOO1  TEST1 SDOM LU-LU 26/03 08:59:59 *** BIND-F *** E
TSTCPOO7 NETO01  TEST1 SDOM LU-LU 26/03 02:34:49 26/03 08:59:59 E
TSTCPOO7 NETO01  TEST1 SDOM LU-LU 25/03 18:06:25 *** BIND-F *** E
TSTCPOO7 NETOO1  TEST1 SDOM LU-LU 25/03 10:26:27 25/03 18:06:25 E
TSTCPOO7 NETO01  TEST1 SDOM LU-LU 19/03 09:44:43 19/03 15:30:46 E
TSTCPOO7 NETO01  TEST1 SDOM LU-LU 20/02 17:14:15 20/02 17:53:50 E
TSTCPOO7 NETOO1  TEST1 SDOM LU-LU 16/08 17:22:05 16/08 17:31:11
TSTCPOO7 NETO01  TEST4 SDOM LU-LU 09702 09:47:24 09/02 17:18:02 E
TSTCPOO7 NETOO1  TSTVIMO1 SDOM SS-LU 27/03 08:57:40 27/03 08:57:51
TSTCPOO7 NETOO1  TSTVIMO1 SDOM SS-LU 26/03 02:34:49 26/03 08:59:59
TSTCPOO7 NETOO1  TSTVIMO1 SDOM SS-LU 25/03 10:26:27 25/03 18:06:25
FFEND**

Looking Up a Device Name

Being able to associate a name with a host, rather than just a series of numbers
(the IP address) can make the host easier to identify. For example, the real name
of the host might give you information about where that host is actually
located—although this depends on the naming standards used by your
enterprise.

The NL (Lookup) action returns the name of the foreign host.
To look up a device name, type NL beside the appropriate connection on the

connection list and press ENTER—the response is displayed on the third line of
the connection list panel.
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Dropping a Connection

Initiating a Lookup Using the NSLOOKUP Line Command

An alternative to using the Lookup action is to issue the NSLOOKUP line
command from either an OCS window or the Command Entry panel. To
emulate the kinds of results returned by the Lookup action, use the following
command form:

NSLOOKUP ip_address

Dropping a Connection

Where an error condition exists, for example, the connection seems to have
stalled, it might be necessary to drop that connection and have the user
reconnect. To drop a connection:

1. Type Z beside the appropriate connection on a list or display and press
ENTER. You are prompted to confirm your request.

2. Press ENTER to confirm. A message informing you that the connection has
been successfully dropped is displayed and the connection is highlighted on
the connection list as having been dropped.

PROD! TCP/IP : Telnet Connection List SOLV02
Command ===> Scroll ===> PAGE
EZA01091 Connection successfully dropped

Line 1 of 6 Refresh Every ... Seconds

P=Ping T=TraceRoute D=VTAM Display SL=Session List NL=Lookup S/V=View Z=Drop
MT=Mini Trace TPA=Transaction Path Analyzer L=Log ?=Actions

Foreign Host LU Appl Status Bytes Out Bytes In
123.183.154.85 SDTCPOO1 TEST1 Establshd 350931 64662
123.0.128.73 SDTCPOO3 TEST1 Establshd 19605 3264

123.0.92.60 ***DROPPED***

123.0.92.60 SDTCPOO5 TEST1 Establshd 290756 1240
123.0.228.251  SDTCP006 TEST1 Establshd 182225 23586
123.0.128.73 SDTCPO08 TEST1 Establshd 160616 4331
FFEND**

Diagnosing Data and Protocol Related Problems in a
Connection

Data moves around the TCP/IP network in the form of IP packets. You use the
packet trace facility to diagnose data- and protocol-related problems over the
TCP/IP network.

If you are experiencing a problem such as an unexpected disconnection, you can
activate IP packet tracing.
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Browsing the Local or Remote Activity Logs

This facility can be used only with IBM TCP/IP and TCPaccess. It is not
available for Cisco channel cards.

When you use packet tracing on the TCP/IP : Telnet Connection List, the packet
trace is always performed on the IP address in the Foreign Host column.

If there is no Foreign Host IP address, the packet trace is performed on the local
port number (for example, in the case of UDP or Listen entries).

You might also want to trace the SNA side of a TN3270 connection by using the
Network Tracking System (NTS). For information about using NTS, see the
Unicenter NetMaster Network Management for SNA User’s Guide.

Browsing the Local or Remote Activity Logs

The activity log allows you to browse all messages written to the log for any
specified link name from one point. The activity log lists activities that have been
occurring on your system, including activities relating to Telnet, FTP, and
TN3270 connections.

Note: For TCPaccess, NetMaster for TCP/IP can collect messages issued by
TCPaccess and display each message in the activity log.

To access the activity log from anywhere within the NetMaster for TCP/IP
region, do any of the following:

» Enter /LOG or $LOG at the ===> prompt on a panel to display the activity
log for the local region.

» Enter $LOG linkname at the ===> prompt on a panel to display the activity
log for the specified linked region.

» PressF7in OCS.
If you want a selection list of link names, you can do the following to access the
activity log:

1. Enter /HISTORY at a ===> prompt. The Historical Data : Primary Menu is
displayed.

2. Type L at the ===> prompt on the Historical Data : Primary Menu.
3. Enter ? in the Link or Domain Name field.
4. Select an option from the displayed domain list.

Note: If you specify a link in the Link or Domain Name field, the log
displays messages from the activity log for the system represented by that
link name.
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Browsing the Local or Remote Activity Logs

For information about browsing the online activity log, press F1 (Help) from the
activity log panel.

To view the activity log, you can also enter L (Display Activity Log) next to an
entry on any connection list.

Customizing the Activity Log

You can customize your view of the activity log in the following ways:
» Filtering

» Finding text

» Positioning by day and time

You can also print the log.

For further information, press F1 (Help) from the activity log panel.

Telnet Activity in the Log

For IBM TCP/IP users, Telnet connections can be logged as they are started and
ended. For TCPaccess users, only end messages can be logged.

Note: Whether or not these messages are logged is set by your system
administrator.

Examples of Telnet connection start and end messages are:

IPCM2002 TELNET CONNECTION STARTED FROM 123.168.2.66..4925 AS
TSTCPOO07 TO TEST1 LOGICAL DEVICE 0006

IPCM2003 TELNET CONNECTION ENDED FROM 123.168.6.127 AS TSTCP006
TO TEST4, BYTES IN 550 OUT 32665 DURATION 0 DAYS 00.06.35

From the log, you can obtain the following information:

» The time that the connection started, plus the port number, LU, and device
number used

= The time that the connection ended, the IP address and LU name of the
device where the connection ended, the application to which the session was
connected, the number of bytes in and out, and the duration of the
connection
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Browsing the Local or Remote Activity Logs

FTP Activity in the Log
From the log, you can obtain information about the following FTP activities
associated with FTP server and client processing:
» File transfers

Provides information including user’s IP address, the dataset name and size,
and how long the file transfer took.

» Deletion and renaming of files by using the FTP facility

Provides the name of the file being deleted or renamed, and the new name
for a file being renamed.

= Failures

Provides a record of failed logons and failed transfers.

Note: Whether or not these messages are logged is set by your system
administrator.

Examples of FTP messages are:

IPFM2103 FTP RETR BY USERO01 AT 123.168.9.57 DSN AUDEO.TESTO1.BIGFILE
1872317 BYTES IN 43.56 SECONDS 42982 BYTES/SEC SERVER FTPTEST1

IPFM2102 FTP LOGON FAILED FOR USR02 AT 123.168.7.23 SERVER FTPTEST1
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Diagnosing Telnet Response Time Problems

Connection Activity in the Log

IBM TCP/IP and TCPaccess connection start and end can be logged in the
activity log.

Note: Whether or not these messages are logged is set by your system
administrator.

Examples of connection messages are:

IPCM2311 CONNECTION OPENED: LOCAL ADDR=123.168.1.2..1081 REMOTE
ADDR=123.168.8.2..2360 JOBNAME=SRVTSK3

IPCM2312 CONNECTION CLOSED: LOCAL ADDR=123.168.1.2..1081 REMOTE
ADDR=123.168.8.2..2360 JOBNAME=SRVTSK3 BYTES IN=310 BYTES OUT=464

Diagnosing Telnet Response Time Problems

By providing an evaluation of the components that make up a user’s response
time, the Telnet Transaction Path Analyzer allows you to diagnose response time
problems. The response time components that it evaluates are:

= IP network

= Telnet server
= SNA network
» Application

To provide this evaluation, the Transaction Path Analyzer:
= Monitors the IP network for the client
»  Checks the responsiveness of the Telnet server

= Monitors the SNA session for application and network response time

Viewing End-to-end Response Times

By providing a view of end-to-end response times, the Transaction Path
Analyzer supports the diagnosis of network and system performance.
To use the Transaction Path Analyzer:

1. Access a Telnet connection list.

2. Ataconnection list, type TPA next to the session that you want to view.
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Diagnosing Telnet Response Time Problems

The Telnet Transaction Path Analysis panel is displayed (see the following
example) for the session you selected. The panel displayed for a Telnet
connection is different from that displayed for a connection by task name. For
information about the latter display, see the section “Diagnosing Throughput of

Data Transfers”.
PROD--—————————— TCP/IP : Telnet Transaction Path Analysis --—-————— Link: PROD
Command ===>
Estimated User Response ......... 5.470s
Number of Hops to Client .. 5
| Job soLvoi +-———+ Host TN3270 Server +-——+  Client I
| PLU ... NMOO1 RTM SLU ..... SSTCPO30 RTM 192.0.99.111 |
| Netid . NET 0.002s PU Name . N/A 0.440s |
| RTM ... 4.984s +--——+ IP Addr . 192.0.88.22 ot [
- - | RTM ..... 0.044s | - -
Key: A-Application S-SNA Network T-Telnet Server 1-1P Network

| AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAASTI T |
IPSMO105 NETO1 --> SSTCPO30 APPLICATION SEND, RESPONSE TIME 4.784s, OPERATION W
IPSMO107 NETOL <-- SSTCPO30 TERMINAL RESPONSE, NETWORK PATH TIME 0.002s.
IPSMO106 NETOL <-- SSTCPO30 TERMINAL INPUT, KEY ENTER, LENGTH 8.

IPSMO105 NETO1 --> SSTCPO30 APPLICATION SEND, RESPONSE TIME 4.984s, OPERATION W
IPSMO107 NETOL <-- SSTCPO30 TERMINAL RESPONSE, NETWORK PATH TIME 0.002s.

Fields and Actions on the Transaction Path Analysis Panel

For details of the information displayed and actions available on the Transaction
Path Analysis panel, press F1 (Help).

Messages

Messages are displayed on the Transaction Path Analysis panel to show the
status of actions performed. An example is:

IPGP1212 PING hubble.dept.company.com(123.0.80.25): TIME=3/3/4 MS

Old messages scroll as new messages are received. To view all messages, press
F7 (Log).
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Session Awareness Messages

Examples of session awareness messages available after pressing F5 to start
monitoring sessions are:

IPSM0107 STNM1 <-- SDTCP042 TERMINAL RESPONSE, NETWORK PATH
TIME 0.002s.

IPSM0105 STNM1 --> SDTCP042 APPLICATION SEND, RESPONSE TIME N/A,
OPERATION WRIT

IPSM0106 STNM1 <-- SDTCP042 TERMINAL INPUT, KEY PF03, LENGTH 3.

IPSM0105 STNM1 --> SDTCP042 APPLICATION SEND, RESPONSE TIME
0.535s, OPERATION W

Diagnosing Throughput of Data Transfers

By providing an evaluation of the characteristics that make up IP connections,
the Transaction Path Analyzer allows you to diagnose any throughput problems
of data transfers. (See the following example for listing connections by task
name.) The characteristics that it evaluates are:

» The average data transfer rate between the IP server and IP client for the
elapsed time from timed samples

= Response time
» Hop length

= Alertindicator

PROD TCP/1IP : Transaction Path Analysis
Command ===>

Number of Hops to Client .. 4 Number with Alerts .. 1 (Press F8 to View)

- + . .
| Server | 0S/390 TCP/I1P e + Client |
| Task INTCLIEN | IP Addr 123.0.88.22 IP Network IP Addr 123.0.99.111 |
| Port TELNET | RTM ... 0.018s RTM 0.519s Port .. 1076 |
| | abcmvsl.weston.abc.comp +--——-——— + |

IPTPO711 --Time-- Bytes Out Kb/Sec Bytes In Kb/Sec --ldle--
IPTPO712 09.16.24 70935 - 5941 - 0:00:01
IPTPO712 09.16.43 72783  0.095 5952 0.001 0:00:01
IPTPO701 09.25.34 MONITOR STARTED
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Viewing End-to-end Throughput
By providing a view of end-to-end throughput times, the Transaction Path
Analyzer supports the diagnosis of network and system performance.
1. Access a connection list by task name.

2. Ataconnection list, type TPA next to the session that you want to view.

To use the Transaction Path Analyzer, do this:

1. Access a connection list by task name.

2. Ataconnection list, type TPA next to the session that you want to view.
Note: The TPA action is not allowed on connections that do not have a foreign

host, as indicated by the asterisk (*) in the Foreign Host column of any
connection list.

The Transaction Path Analysis panel is displayed for the session you selected.
The panel displayed for a connection by task name is different from that
displayed for a Telnet connection. For information about the latter display, see
the section “Diagnosing Telnet Response Time Problems”.

Fields and Actions on the Transaction Path Analysis Panel

For details of the information displayed and actions available on the Transaction
Path Analysis panel, press F1 (Help).
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Monitoring FTP Workload Performance

The Monitor FTP Workload Performance panel provides information and
displays graphs of the performance data for the FTP workload. The FTP
workload performance data includes:

» Bytes transferred for a given host

» Bytes transferred by application for this host

»  Bytes transferred by network for this host

= Number of transfers for this host

= Number of transfers by application for this host

= Number of transfers by network for this host

»  Number of FTP failures for this host

» Number of FTP failures by application for this host

= Number of FTP failures by network for this host

For FTP data to be passed to the FTP workload performance facility, the

following fields must be set on the IPMONITOR - TCP/IP Logging and
Monitoring panel of the ICS initialization parameters:

= Receive FTP Events? - YES
= Report FTP Events? - YES
» Analyze FTP Workload? - YES

For further information about setting these parameters, see the Unicenter
NetMaster Network Management for TCP/IP Administrator Guide.

To display the Monitor FTP Workload Performance panel, enter WF (FTP
Workload Data) next to a stack name on the IP resource monitor.

For further information about the workload performance display, press F1 (Help)
from the display panel.
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Monitoring Connection Workload Performance

The Monitor Connection Workload Performance panel provides information and
displays graphs of the performance data of the connection workload. Connection
workload performance data includes:

» Bytes for all connections to this host

» Bytes for connections by application for this host

» Number of connections for this host

= Number of connections by application for this host

= Number of connections by network for this host

For connection event data to be passed to the performance facility, the following

fields must be set on the IPMONITOR - TCP/IP Logging and Monitoring panel
of the ICS initialization parameters:

= Receive Connection Events? - YES
» Report Connection Events? - YES
» Analyze Connection Workload? - YES

For further information about setting these parameters, see the Unicenter
NetMaster Network Management for TCP/IP Administrator Guide.

To display the Monitor Connection Workload Performance panel, enter WC
(Connection Workload Data) next to a stack hame on the IP resource monitor.

For further information about using the IP resource monitor, see the Managing
IP Resources chapter.

For further information about the workload performance displays, press F1
(Help) from each display panel.
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Monitoring Telnet Workload Performance

The Monitor Telnet Workload Performance panel allows you to view and graph
the Telnet workload of your system. The attributes monitored are the total
number of Telnet connections for a foreign host with a connection to this OS/390
or z/0S application.

For connection event data to be passed to the performance monitor, TN3270
fields must be set by your network administrator by using ICS. For further
details, see the Unicenter NetMaster Network Management for TCP/IP Administrator
Guide.

To display the Monitor Telnet Workload Performance panel, enter WT (Telnet
Workload Data) next to a stack entry on the IP Resource Monitor.

For details of the information displayed, press F1 (Help).
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Managing IP Resources

IP resources in or adjacent to your local LPAR can be managed from the IP
resource monitor.

The IP resources to be monitored are defined in a system image. When you start
up the region, the system image is loaded automatically and the resources in the
image are visible on the IP resource monitor.

This chapter provides an overview of how to use NetMaster for TCP/IP to
manage your IP resources.

You can use IP resource filters to select which resources are displayed in the list.
The IP resource monitor displays the status of the resources selected by the filter
identified in the title. If you arrive at the monitor from the primary menu, the
title identifies objects being monitored.

In a multisystem environment, resources from all linked regions are, by default,
visible on the IP resource monitor in any focal region. You can manage all
resources from a central IP resource monitor.

Monitoring IP Resources

You manage your IP resources from the IP resource monitor. To access the IP
resource monitor, enter /IPMON at the ===> prompt. The Status Monitor : IP
Resources panel is displayed. This is the IP resource monitor.

PROD Status Monitor : IP Resources —-—-—————————— PROD18-0001
Command ===> Scroll ===> PAGE

S=Status L=Log H=History DB=Database ?=List Cmds
Monitor Alert Max Last Next
Resource Class System Actual Status Count Sev Samp Samp
0 16:17 17:17

DEPT ASMON DEPT18 ACTIVE Ok 0

CIPQA18 CIP DEPT18 ACTIVE Ok 0 0 16:17 17:17
CSM CSM DEPT18 ACTIVE Ok 4 2 16:17 17:17
EE EE DEPT18 ACTIVE Ok 0 0 16:37 16:47
OSADEX 0SA DEPT18  UNKNOWN - - - 16:26 17:26
OSAEX OSA DEPT18  UNKNOWN - - - 16:26 17:26
QAS2 0SA DEPT18  UNKNOWN - - - 16:26 17:26
ROTQ18 ROUTER  DEPT18 ACTIVE Ok 0 0 16:17 17:17
TCPICSD1 STACK DEPT18 ACTIVE Ok 0 0 16:17 17:17
TCPIP38 STACK DEPT18 ACTIVE Ok 0 0 16:17 17:17
**END**

For details of the information displayed, press F1 (Help).

Note: The format of the IP resource monitor can be tailored to your installation’s
requirements. Your IP resource monitor may not look the same as the one shown
here.
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Customizing Display Attributes and Formats

The status monitor displays resources line by line. You can customize the display
attributes and the display format if you have the appropriate authority. See the
Automation Services Administrator Guide for information about the default display
attributes and the display formats, and how to customize them.

Filtering IP Resources

The FILTER command allows you to display a subset of IP resources being
monitored. Supplied filters allow you to display resources of a specified type.
You can also define your own filters to select resources based on various criteria.

For further details, press F1 (Help).

User Profile

You can use the PROFILE command to set your own defaults for the IP resource
monitor. You can specify default filter, format, and sort criteria. Each time you
enter the IP resource monitor, the values in your profile are applied.

Commands on the IP Resource Monitor

There are many commands that you can use on the IP resource monitor to
manage your resources. The commands available vary, depending on the type of
resource. To view the commands available for a particular resource, enter ?
beside its name.

A panel is displayed, listing the available commands in alphanumeric order by
name in two groups. Commands that are specific to the selected resource come
first (displayed in turquoise), followed by other generic commands. To execute a
command, enter S beside it.

Note: The commands available for each resource type are listed in the chapter
for that resource type, as shown in the table in the section “IP Resource Classes”.

In a multisystem environment, you can see resources defined in all linked
regions. The system name shown for each resource identifies the region. You
can apply commands to remote resources in the same way as to local resources.
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IP Resource Classes

IP resources belong to various resource classes:

ASMON—address spaces

CICMON—CICS resources

CIP—Cisco channel cards
CSM—Communications Storage Manager
EE—Enterprise Extender

OSA—Open Systems Adapters
ROUTER—2216 routers

STACK—TCP/IP stacks (IBM or TCPaccess)

The following chapters describe how to manage resources of each type.

Adding an IP Resource to the IP Resource Monitor

For information about adding IP resources to the IP resource monitor, see the
Unicenter NetMaster Network Management for TCP/IP Administrator Guide.

You can add an IP resource directly from the IP resource monitor by pressing F4
(Add).
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Managing Your IBM IP Stack

You can use the IP resource monitor to display information about, and change
the current state of, the IBM TCP/IP stacks on your LPAR.

TCP/IP stacks are shown as class STACK.

To access the IP resource monitor, enter /IPMON at the ===> prompt.

PROD Status Monitor : IP Resources
Command ===> Scroll ===> PAGE
S=Status L=Log H=History DB=Database ?=List Cmds
Monitor Alert Max Last Next
Resource Class System Actual Status Count Sev Samp Samp
DEPT ASMON DEPT18 ACTIVE Ok 0 0 16:17 17:17
CIPQA18 CIP DEPT18 ACTIVE Ok 0 0 16:17 17:17
CSM CSM DEPT18 ACTIVE Ok 4 2 16:17 17:17
EE EE DEPT18 ACTIVE Ok 0 0 16:37 16:47
OSADEX OSA DEPT18 ACTIVE Ok 0 0 16:26 17:26
OSAEX OSA DEPT18 ACTIVE Ok 0 0 16:26 17:26
QAS2 OSA DEPT18 ACTIVE Ok 0 0 16:26 17:26
ROTQ18 ROUTER  DEPT18 ACTIVE Ok 0 0 16:17 17:17
TCPICSD1 STACK DEPT18 ACTIVE Ok 0 0 16:17 17:17
TCPIP38 STACK DEPT18 ACTIVE Ok 0 0 16:17 17:17
FHEND**

For details of the information displayed, press F1 (Help).

IP Resource Commands

To view the commands available for an IBM stack, enter ? next to an IBM stack
resource.

A panel is displayed, listing the available commands in alphanumeric order by
name in two groups. Commands that are specific to IBM stack resources come
first (displayed in turquoise), followed by other relevant commands. To execute a
command, enter S next to it.
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IBM Stack Commands

The commands specific to IBM stacks are:

Command

Description

AL

View alerts for a resource

AM

Activate monitoring

CL

Check Telnet LUs

CMD

Issue modify to stack

Display resource status

Display graphical device links

Display device links

Display profile configuration libraries

Show performance history

IP connections

IP connections for all applications

Inactivate monitoring

View stack IP performance history

View stack IP performance metrics

List applications with IP connections

Execute obeyfile

Display routing table

SWL

Display stack workload

TWL

Display Telnet workload

wC

Connection workload data

WF

FTP workload data

WI

Interface workload data

WT

Telnet workload data
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Displaying Device Links

If you are unable to get any connections through the TCP/IP network, or
through a particular interface to the TCP/IP network, you might want to check

the device links in an attempt to isolate the cause of the problem. To view a list of

the TCP/IP interfaces, enter DL (Display Device Links) next to an IBM stack on
the IP resource monitor. The Device Links List panel is displayed.

PROD

Command ===>

Host Name .........
Description........

Device
Name
LOOPBACK
]-- Link Name
LOOPBACK
O0SAO
]-- Link Name
OSATRO
VIPO
]-- Link Name
SbD1
IUTSAMEH
]-- Link Name
EZASAMEMVS
VIPD82C86E13
]-- Link Name
VIPL82C86E13
**END**

NMDMVS1

TCP/IP : Device Links List

MVS TCP/IP CS V2R8

Type
LOOPBACK

LOOPBACK
LCS

TR
VIPA

VIPA
MPC

MPC
VIPA

VIPA

Status
Ready

Ready
Ready

Ready
Ready

Ready
Ready

Ready
Ready

Ready

Scroll ===> PAGE

S/=Show Information ?=Actions

IP Address
123.23.123.132

IP Address
123.0.81.123

IP Address
123.123.123.27

IP Address
123.123.123.28

IP Address
130.200.110.19

-——-Packets----
In Out

497958 501469
-——-Pkts/hr----

———Pkts/hr----

————Pkts/hr----

———Pkts/hr----

————Pkts/hr----

For details of the information displayed and actions available, press F1 (Help).
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Displaying Device Links Graphically

To view a graphic display of the TCP/IP interfaces, press F4 (GrphDisp). The
Device Links panel is displayed. Alternatively, you can enter DG beside a stack
name on the IP resource monitor (/IPMON).

PROD TCP/IP : Device Links
Command ===> Scroll ===> PAGE
S/=Show Information ?=Actions
! !

_ | Device ........ 0SAO | _ | Device ........ IUTSAMEH |

| Type oot LCS | | Type oo MPC |

| Status ........ Ready | | Status ........ Ready |

| Channel Addr 0000 | b + b

] CHPID _........ | |

|] Chp Stat ...... ONLINE | |

H i H 1

| |

. + . + .
_ | tink ... OSATRO | | Link ......... EZASAMEMVS |

| Type oo, TR | | Type -oooooo-. MPC |

| Status ....... Ready | | Status ....... Ready |

| Net Number ... O | | Net Number ... O |

| IP Addr ...... 123.0.81.123 | | IP Addr ...... 123.123.123.28 |

| MTU Size ..... 04352 I | MTU Size ..... 00576 I

BOTTOM OF DATA

For details of the information displayed and actions available on the Device
Links panel, press F1 (Help).

The Device Links display is organized in three layers:
» The TCP/IP stack
= Devices

= Links

The following describes each of these layers, starting from the top.

The TCP/IP Stack Layer

The first layer represents the TCP/IP software running on this system.

For details of the actions you can apply to the TCP/IP stack layer, press F1
(Help).
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Device Layer

The second layer represents the devices used by TCP/IP to interface to the
TCP/IP network. Each box in this layer contains the following information for
the device:

= Device name

» Channel protocol type (for example, LCS, CLAW, or CTC)

» Device status

= Channel address

» Channel path status (ONLINE or OFFLINE)

= Anerror message if applicable

» Send queue size

If the error message PATH ERROR or CHP ERROR is displayed for a device,

there is an error in the path or the channel path. To investigate this error, use the
operating system command: D M=DEV/(devAddress).

If the error message ERROR STATUS is displayed for a device, there is a
configuration error. To investigate this error, see the IBM TCP/IP for OS/390
Communications Server Installation Guide.

If the device is running in 3172 offload mode, the word offload is displayed.
SNA link devices display an LU name.

For details of the actions you can apply to a device, press F1 (Help).

Link Layer

The third layer represents the links used by IBM TCP/IP to interface to the
TCP/IP network. Each box in this layer contains the following details for each
link:

« Name
» Protocol type (for example, ETHERNET or IBMTR)
= IP address of the link

» In Pkts/Hour and Out Pkts/Hour (This information is available only if
interface monitoring is set as active on the TCP/IP : Performance Monitor
Parameters panel. For more information about setting performance
parameters, see the Unicenter NetMaster Network Management for TCP/IP
Administrator Guide.)

For details of the actions you can apply to a link, press F1 (Help).
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Monitoring Stack IP Performance

The IP resource monitor allows you to monitor two types of IP performance data
for a stack:
» Stack performance history

= Stack metrics

Monitoring Stack IP Performance History

To display the Monitor Stack IP Performance History panel, enter IP (View Stack
IP Performance History) next to a stack entry on the IP resource monitor

(/IPMON).

PROD--—————————- TCP/1IP : Monitor Stack IP Performance History

Command ===> Scroll ===> PAGE
Resource ID ......... 123.123.123.123
Description ......... NMDMVS1 . XYZ .COM
Current Alerts ...... 0

E=Expand C=Contract S/=Summary D=Detail
- Alerts - Last
Attribute/Qualifier Open Total Samples Sample Value Type

|-- ipAddrErrors 0 14 11:12 0 GAUGE
|- ipDelivers 0 14 11:12 1304 GAUGE
|-- ipDgrmsForwarded 0 14 11:12 0 GAUGE
|-- ipDgrmsUnknwnPro 0 14 11:12 0 GAUGE
|-- ipDiscards 0 14 11:12 0 GAUGE
|-- ipFragCreates 0 14 11:12 0 GAUGE
|-- ipFragFailed 0 14 11:12 0 GAUGE
|- ipFragOk 0 14 11:12 0 GAUGE
|-- ipHeaderErrors 0 14 11:12 0 GAUGE

For details of the information displayed and actions available, press F1 (Help).
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Monitoring Stack IP Performance Metrics

To display the Monitor Stack IP Performance Metrics panel, enter IPM (View
Stack IP Performance Metrics) next to a stack entry on the IP resource monitor
(/IPMON).

PROD TCP/IP : Stack IP Performance Metrics -Columns 00001 00079
Command ===> Scroll ===> PAGE
Stack Address ............. 123.123.123.123
TOP OF DATA
Stack Name ... coioi it i i CS for 0S/390 V2R8
Stack Procedure Name .....cccooeococacannnn TCPIP38
Date Started ..... ... i iiiiiiaiaaaa FR1 21-SEP-2001 18:57:16.9
Address Space ID ... .. o iiiiiiiiiiiaaaa 83 (decimal)

TCP Statistics

Buffer Size - Receive ....... .. ........ N/A
Send ... ooii.-.. N/A
Connections - Maximum Supported ....... 32767
Currently Established ... 111
Resets . ... ... .......... 0
Active Opens ............ 45
Passive Opens ........... 0
Faillures ... .. .. ....... 0
Segments - Sent .. ... ... ioo.-.. 82806
Sent With RST Flag -..... 1693
Retransmitted ........... 994
Received ...... ... ....... 84963
Received With Errors .... 4025

UDP Statistics

Buffer Size - Receive ..........o...... N/A
Send ..oiiiiiiieiaiaaas N/A
Datagrams - In ... ... . .. ......... 11806
In With Errors .......... 0
In With No Port Avail ... 3
Out ... 12472
IP Statistics
Routing Support ......... NOT FORWARDING
Packets In - Total ... ... ... ....... 124176
Forwarded ............... 0
Delivered ... ... ........ 136184
Discarded ............... 0
Address Errors ......... 2019
Header Errors ........... 0
Unknown Protocol ........ 0
Packets Out - Requested...... .. ........ 108660
Discarded ............... 0
No Routes . .............. 0
Reassemblies - Required ................ 0
Packets Reassembled ..... 0
Faillures ... ... ....... 0
Reassembly Timeout ...... 7324
Fragmentations - Packets Fragmented ...... 0
Faillures ... .. ......... 0
Fragments Created ....... 65535
Routing Entries Discarded ...... 0

For details of the information displayed and actions available, press F1 (Help).
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Monitoring Interface Workload Performance

The Monitor Interface Workload Performance panel allows you to analyze and
graph the stack’s local interface status and packet details. The interface details
collected are:

» Inbound packet details

» Outbound packet details

= Interface status

To display the Monitor Interface Workload Performance panel, enter Wi

(Interface Workload Data) next to an IBM stack on the IP resource monitor
(/IPMON).

For details of the information displayed and actions available, press F1 (Help).

Issuing Console Commands

You can issue a MODIFY command against the TCP/IP job and see the
responses to the command. Both solicited and unsolicited messages from the
TCP/IP job are displayed.

To issue console commands, do this:

1. Enter CMD (Issue Modify to Stack) next to an IBM stack entry on the IP
resource monitor (/IPMON). The Command Entry panel is displayed.

PROD-——-————————— Automation Services : Stack Commands --—-—-——-———- Line 1 of 10
Command TCPIP38 ===> D TCPIP, ,HELP

===>

System PROD Limit 1000 Wrap OFF Edit OFF Scroll OFF Async ON
1=~ —4——===10-——4-—==20-——+———-30=——A—— 40~ ——+ === 50—~~~ ~60———+ ===~ {0 ——F————

2. Enter a command at the ===> prompt. For example, enter D TCPIP,,HELP
in this field to issue a help command.

NetMaster for TCP/IP issues this command as a SYSCMD. The Stack
Commands panel displays messages as this command is processed.

PROD--——————————- Automation Services : Stack Commands -------—-———- Line 1 of 5
Command TCPIP38 ===>

===>

System PROD Limit 1000 Wrap OFF Edit OFF Scroll OFF Async ON
1---+----10---+-—--20-——+----30---+----40---+-——-50-——+----60-——+-——=70—-——+—-———

SYSCMD D TCPIP,TCPIP38,HELP

N86510 COMMAND PASSED TO OPERATING SYSTEM

10:28:09 STC11084  EZz03711 D...(NETSTAT|TELNET|HELP|DISPLAY |VARY |OMPROUTE]
EZZ03711 SYSPLEX)

** END OF DELIVERED MESSAGES **
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Browsing and

For details of the input fields and the actions available, press F1 (Help).

For information about console commands supported by the IBM stack, see the
IBM TCP/IP for OS/390 Communications Server Customization and Administration
Guide.

Changing the IBM Configuration Datasets

IBM TCP/IP configuration information is contained in the following datasets:
» PROFILE.TCPIP—the IBM TCP/IP profile

» TCPIP.DATA—the IBM TCP/IP client configuration

» FTP.DATA—the FTP server configuration

For further information about these datasets and how they are used when

configuring your system, see the IBM TCP/IP for OS/390 Communications Server
Customization and Administration Guide.

Browsing and Changing the TCP/IP Configuration

The configuration information required by the IBM TCP/IP application during
initialization is defined in the PROFILE.TCPIP dataset. It includes the following
kinds of information:

= Telnet server configuration
» Device and link definitions

» Routing information
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Browsing the TCP/IP Configuration

To browse the PROFILE.TCPIP dataset:

1. Enter DP (Display Profile Configuration Libraries) next to an IBM STACK
entry on the IP resource monitor (/IPMON). The Profile Configuration
Datasets panel is displayed.

PROD: TCP/IP : Profile Configuration Datasets ---————————————
Command ===> Scroll ===> CSR

Use "S" to select a configuration
Configuration Dataset
Profile TCPIP TCPIP.DATA_PO(PROFTR)

TCPIP Data TCPIP.DATA_PO(DATADL)
FTP Data TCPIP.DATA.PO(FTPDATA)
FFEND**

2. Enter S next to the Profile TCPIP entry. The Browse PROFILE Dataset panel

is displayed.
PROD TCP/IP : Browse PROFILE Dataset ----Columns 00001 00079
Command ===> Scroll ===> CSR
Dataset Name .... TCPIP.DATA.PO(PROFTR)

TOP OF DATA
PROFILE.TCPIP  SDD1 Production Stack Main Connection to OSAO.

Changing the TCP/IP Configuration

To change the TCP/IP configuration:

1. Press F4 (Edit) from the Browse PROFILE Dataset panel. The Edit PROFILE
Dataset panel is displayed.

2. Edit the dataset as required. For information about editing, see the following
section, Editing Summary, and the online help for this panel.

3. If you want to cancel the changes you have made on this panel, press F12
(Cancel)—a message is returned on this panel confirming that the changes
have been canceled.

4. To save the changes you have made on this panel, do one of the following:

» Press F4 (Save)—a message is returned on this panel confirming that the
changes have been saved.

» Press F3 (File)—the Browse PROFILE Dataset panel is displayed, with a
message confirming that the changes have been saved.
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Editing Summary

There are two types of commands that you can use to edit a dataset:

Line Commands—On the left of each line of text is a sequence number field. To
update or add text, you can enter commands in these fields to perform edit
functions.

Primary Commands—You can enter other commands in the Command ===>
field. Commonly used primary commands are assigned to function keys,
allowing you to invoke the command by pressing a function key instead of
entering the command in the Command ===> field.

For further information about line commands and primary commands, press F1
(Help).

Browsing and Changing the Client Configuration
The configuration information required by the client applications is defined in
the TCPIP.DATA dataset. It includes the following kinds of information:
= The host name
= Name server information

= Socket information

Browsing the Client Configuration

To browse the TCPIP.DATA dataset, do this:

1. Enter DP (Display Profile Configuration Libraries) next to an IBM STACK
entry on the IP resource monitor (/IPMON). The Profile Configuration
Datasets panel is displayed.

2. Enter S next to a TCPIP Data entry. The Browse TCPIP.DATA Dataset panel

is displayed.
PROD-——————————————— TCP/IP : Browse TCPIP.DATA Dataset ----Columns 00001 00079
Command ===> Scroll ===> CSR
Dataset Name .... TCPIP.DATA.PO(DATAD1)

oiaiaial TOP OF DATA

TCPIP38 SDD2 LPAR CTC CONNECTION TO TCPIP31 ON SDD1
COPYRIGHT = NONE.

This data, TCPIP.DATA, is used to specify configuration
information required by TCP/IP client programs.

* % ok ok ok ok k%
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Changing the Client Configuration

To change the client configuration, perform the following steps:

1.

Press F4 (Edit) from the Browse TCPIP.DATA Dataset panel. The Edit
TCPIP.DATA Dataset panel is displayed.

Edit the dataset as required. For information about editing, see the section
“Editing Summary” and the online help for this panel.

If you want to cancel the changes you have made on this panel, press F12
(Cancel). A message is returned on this panel confirming that the changes
have been canceled.

To save the changes you have made on this panel, do one of the following:

» Press F4 (Save). A message is returned on this panel confirming that the
changes have been saved.

»  Press F3 (File). The Browse TCPIP.DATA Dataset panel is displayed,
with a message confirming that the changes have been saved.

Browsing and Changing the FTP Server Configuration

For information about the FTP.DATA dataset and how it is used in configuring
your system, see the IBM TCP/IP for OS/390 Communications Server Customization
and Administration Guide.

Browsing the FTP Configuration

To browse the FTP.DATA dataset, do this:

1. Enter DP (Display Profile Configuration Libraries) next to an IBM STACK
entry on the IP resource monitor (/IPMON). The Profile Configuration
Datasets panel is displayed.

2. Enter S next to an FTP Data entry. The Browse FTP.DATA Dataset panel is
displayed.

PROD: TCP/IP : Browse FTP._DATA Dataset ----Columns 00001 00079
Command ===> Scroll ===> CSR
Dataset Name .... TCPIP_.DATA.PO(FTPDATA)
TOP OF DATA
Name of File: tcpip.SEZAINST(FTCDATA)
Descriptive Name: FTP.DATA (for FTP Client)

SMP/E Distribution Name: EZAFTCDA
COPYRIGHT = NONE.

This FTP.DATA file is used to specify default file and disk
parameters used by the FTP client.

* %k ok ok b b b X X X
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Changing the FTP Configuration

To change the FTP configuration, perform the following steps:

1. Press F4 (Edit) from the Browse FTP.DATA Dataset panel. The Edit
FTP.DATA Dataset panel is displayed.

2. Edit the dataset as required. For information about editing, see the section
“Editing Summary” and the online help for this panel.

3. If you want to cancel the changes you have made on this panel, press F12
(Cancel). A message is returned on this panel confirming that the changes
have been canceled.

4. To save the changes you have made on this panel, do one of the following:

»  Press F4 (Save). A message is returned on this panel confirming that the
changes have been saved.

» Press F3 (File). The Browse FTP.DATA Dataset panel is displayed, with a
message confirming that the changes have been saved.

Browsing the TCP/IP Error Log

The TCP/IP error log is a record of errors that have occurred in the
PROFILE.TCPIP dataset and in Obeyfiles. If you run an Obeyfile, which
encounters certain errors, NetMaster for TCP/IP refers you to the
PROFILE.TCPERROR dataset for information.

To browse the PROFILE.TCPERROR dataset, enter ERL (Browse TCP/IP Error
Log) next to an IBM STACK entry on the IP resource monitor (/IPMON). The
Browse PROFILE.TCPERROR Dataset panel is displayed.

PROD--——————————- TCP/IP : Browse PROFILE.TCPERROR Dataset Columns 00001 00079
Command ===> Scroll ===> CSR
Dataset Name .... TCPIP.PROFILE.TCPERROR

TOP OF DATA

EZB7795E Error encountered in reading TCPIP_DATA.PO(OBEY2):

EZB7843E Line 6: Subnet masks changed due to mismatches In BSDROUTINGPARMS com
EZB78831 Options enabled after reading TCPIP.DATA.PO(OBEY2):

EZB77621 BSD info for links:

EZB77631 IUCVLNK: BrdAddr 123.11.215.7, DstAddr 123.11.215.6, MaxMtu 2000, Metr
EZB77631 IUCVLNK2: BrdAddr 123.11.215.7, DstAddr 123.0.91.45, MaxMtu 2000, Metr
EZB77631 OSATRO: BrdAddr 123.0.80.27, DstAddr *, MaxMtu 4352, Metric O, SubnetM
EZB77631 OSAET1: BrdAddr 123.0.81.255, DstAddr *, MaxMtu 1500, Metric O, Subnet
BOTTOM OF DATA
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Changing the Configuration by Using an Obeyfile Dataset

To make changes to the configuration, you use an Obeyfile dataset. Changes
made using an Obeyfile dataset are dynamic and only affect the running
system—they are lost when the IBM TCP/IP system is stopped and restarted.

You might use an Obeyfile dataset to control tracing, start or stop devices, or to
add new or temporarily authorized users without having to stop and restart the
system.

To execute an Obeyfile dataset, do the following:

1. Enter O (Execute Obeyfile) next to an IBM STACK entry on the IP resource
monitor (/IPMON). The Command Input Fields panel is displayed.

PROD TCP/IP : STACK Execute Obeyfile
Command ===> Function=Update

. Execute Obeyfile Command Input Field

| |
I Obeyfile Dataset ... (Required) I

2. Type the name of the dataset in the Obeyfile Dataset field and press F6
(Action).

You can enter the name of the dataset in either of the following ways:

» Enter the name of a partitioned dataset (PDS), with no member name.
The Obeyfile PDS List is displayed.

« Enter one of the following:
- The name of a PDS, with a member name included

- The name of a sequential dataset

PROD TCP/IP : Obeyfile PDS List
Command ===> Scroll ===> PAGE
O=Obeyfile E=Edit D=Delete
Member W_MM Created Changed Size Init Mod ID
PKTRACE  01.03 11-APR-2001 11-APR-2001 14:51 3 2 0 USERO1
PKTRACEC 01.00 11-APR-2001 11-APR-2001 14:00 2 2 0 USERO1
TRACEOFF 01.00 10-APR-2001 11-APR-2001 10:19 0 0 0 USERO1
TRACEON  01.01 10-APR-2001 11-APR-2001 10:28 3 0 0 USERO1

3. Ifyou are displaying the Obeyfile PDS List, select (O) the Obeyfile member
that you want to execute, and press ENTER. The Obeyfile Confirm panel is

displayed.
PROD: TCP/IP : Obeyfile Confirm
Command ===> Scroll ===> PAGE

TOP OF DATA
NOTRACE TELNET
SCREEN

BOTTOM OF DATA
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4. If you need to change the dataset, press F4 (Edit). The Edit Obeyfile panel is
displayed. For further information, see the section “Editing an Obeyfile
Dataset”.

5. On the Obeyfile Confirm panel, press F6 (Action) to accept the contents of
the dataset and execute the Obeyfile. You are returned to the menu and a
message is displayed indicating that processing is complete.

Checking Your Obeyfile Results

The contents and results of the Obeyfile are recorded in the activity log, which
you can access by entering /LOG at the ===> prompt.

If you encounter errors when running an Obeyfile, you might be referred to the
PROFILE.TCPERROR dataset. For more information about this dataset, see the
section “Browsing the TCP/IP Error Log”.

For information about creating Obeyfile datasets or modifying configuration
datasets to change your system’s configuration, see IBM’s TCP/IP for OS/390
Communications Server Customization and Administration Guide.

Note: Obeyfiles for starting and stopping packet traces and devices are
automatically generated by selecting appropriate options on connection and
device link displays. For this reason it is not necessary for you to create obeyfiles
for these purposes.

Other Actions on the TCP/IP Obeyfile PDS List Panel

The following actions are available on the Obeyfile PDS List panel:

O (Obeyfile)—The Obeyfile action takes you to the Obeyfile Confirm panel,
from where you can use F4 (Edit) to edit the selected member of the dataset. For
further information, see the section “Editing an Obeyfile Dataset”.

D (Delete)—The Delete action deletes the selected member of the dataset.

E (Edit)—The Edit action displays the Edit Obeyfile panel. For further
information, see the section “Editing an Obeyfile Dataset”.
Editing an Obeyfile Dataset

You can create a new member of an Obeyfile dataset, or you can edit an existing
one.

6-16 NetMaster for TCP/IP User Guide



Changing the Configuration by Using an Obeyfile Dataset

Creating a New Member of an Obeyfile Dataset

To create a new member of an Obeyfile dataset, perform the following steps:

1. Onthe Obeyfile PDS List panel, enter E membername or EDIT membername
at the ===> prompt. The Edit Obeyfile panel is displayed.

2. Edit the Obeyfile, using the method described in the following section.

Editing an Existing Member of an Obeyfile Dataset

To edit an Obeyfile dataset member, perform the following steps:

1. Press F4 (Edit) from the Obeyfile Confirm panel. The Edit Obeyfile panel is
displayed.

Note: If you are at the Obeyfile PDS List panel, you can edit an Obeyfile
member by entering E (Edit) next to a dataset name to display the Edit
Obeyfile panel.

2. Edit the dataset as required. For information about editing, see the section
“Editing Summary” and the online help for this panel.

3. If you want to cancel the changes you have made on this panel, press F12
(Cancel)—a message is returned on this panel confirming that the changes
have been cancelled.

4. To save the changes you have made on this panel, press F4 (Save)—a
message is returned on this panel confirming that the changes have been
saved.

Note: Obeyfile processing can be used to start and stop traces and to alter the
state of the interface devices as well as altering some configuration parameters.
The OBEYFILE command is used to execute the IBM TCP/IP configuration
commands. For more information about this command, see the Management
Services Command Reference manual.
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Checking Telnet LUs

When the IBM TCP/IP system attempts to use an LU for a Telnet connection
request and it encounters an error acquiring the LU, it flags the LU as inactive to
the IBM TCP/IP system. This is so that IBM TCP/IP does not try to use the LU
for future connections.

Over a period of time, a number of LUs may be flagged as inactive. This reduces
the number of possible Telnet sessions available. The Problem Telnet LUs panel
allows you to activate the LUs from two perspectives:

= IBM TCP/IP (so they are no longer flagged as inactive)
« VTAM

Note: Checking Telnet LUs may cause a large number of messages to be written
to the console and may take some time to complete.

To view Telnet LU information, enter CL (Check Telnet LUs) next to an IBM
stack entry on the IP resource monitor (/IPMON). The Problem Telnet LUs panel
is displayed.

PROD! TCP/IP : Problem Telnet LUs
Command ===> Scroll ===> CSR

In Use ... 20% Total LUs ... 30 #IlnUse ... 6 #Bad LUs ... 2

Bad Logical Unit 1 of 2 Refresh Every ... __ Minutes
AT=ACtTCPIP IT=InactTCPIP AV=ActVTAM IV=InactVTAM D=VTAMDisplay

LU Name  TCP/IP State VTAM State

SDTCP0O27 INACTIVE NEVAC

SDTCPO30 INACTIVE CONCT

For details of the information displayed and actions available, press F1 (Help).

If there are no problem Telnet LUs, then the following message is displayed on
the Problem Telnet LUs panel:

IPCK7704 NO TELNET LU PROBLEMS FOUND.
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Displaying Workload of Multiple TCP/IP Stacks

The TCP/IP Stack Workload Status panel provides information about registered
TCP/IP stacks in a Sysplex and their relative availability. This information
allows you to diagnose problems with the Domain Name Server based on the
Workload Manager (WLM) on OS/390.

When Communications Server is running in a Sysplex, it can register TCP/IP
stacks with the Workload Manager (WLM) on OS/390.

This ability allows information to be obtained about what TCP/IP stacks are
registered and their relative availability within the Sysplex. (The Sysplex is
defined as a name domain.)

By checking with the WLM about the relative availability of Communications
Server and its servers on each OS/390 image, a Domain Name Server (DNS)
running within the Sysplex can use this information to route work around the
Sysplex.

To access the TCP/IP Stack Workload Status panel, enter SWL (Display Stack
Workload) next to an IBM stack entry on the IP resource monitor (/IPMON).

PROD TCP/IP : TCP/IP Stack Workload Status----——-———-—————
Command ===> Scroll ===> PAGE
Host IP Address Weight
ABCMVS1 123.166.11.22 64
FHFEND**

For details of the information displayed, press F1 (Help).

Displaying the Workload of Telnet Servers

The Telnet Server Status display and the Telnet Cluster List provide the
following information:

»  Cluster names under which the server is registered

» Port number

» Registration status of Telnet servers running on the local OS/390 image
This information allows you to determine which Telnet server within a Sysplex

supports which type of client connection and the relative availability of Telnet
server and TCP/IP stack for a particular cluster.
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When Communications Server is running in a Sysplex, it can register Telnet
servers with the Workload Manager (WLM) on OS/390. Each Telnet server can
register under more than one cluster name.

This ability allows information to be obtained about what Telnet servers are
registered and their relative availability within the Sysplex. (The Sysplex is
defined as a name domain.)

By checking with the WLM about the relative availability of Communications
Server and its servers on each OS/390 image, a Domain Name Server (DNS)
running within the Sysplex can use this information to direct the client
connection to the most appropriate server.

To access the Telnet Server Status, enter TWL (Display Telnet Workload) next to
an IBM stack entry on the IP resource monitor (/IPMON). The Telnet Server
Status panel is displayed.

PROD: TCP/IP : Telnet Server Status
Command ===> Scroll ===> PAGE
S=Select
Cluster Name Port Status
TN3270G 23 Registered
TN3270F 23 Registered
TN3270E 23 Registered
*HFEND**

For details of the information displayed, press F1 (Help).

To display the Telnet Cluster List, listing the hosts that support the cluster, enter
S next to the selected Telnet cluster name on the Telnet Server Status display.
The Telnet Cluster List is displayed.

PROD TCP/IP : Telnet Cluster List
Command ===> Scroll ===> PAGE
Host IP Address Telnet Stack
Weight Weight
ABCMVS1 123.168.10.22 64 64
FHEND**

For details of the information displayed, press F1 (Help).
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